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Agenda Item #1

Approval of minutes from the November 25, 2019 meeting 





Agenda Item #2

Approval of updated Submittal Requirements for BAR-L.
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S U B M I T T A L  R E Q U I R E M E N T S  F O R  

BAR-LARGE PROJECTS 
 

 (NEW CONSTRUCTION, ALTERATIONS, AND RENOVATIONS) 

 

 
CITY OF CHARLESTON                                            DEPARTMENT OF PLANNING, PRESERVATION AND SUSTAINABILITY 
2 George Street, Third Floor        Charleston, South Carolina 29401         843-724-3781        Fax: 843-724-3772               www.charleston-sc.gov 

 

 

GENERAL INFORMATION:   

The Board of Architectural Review (BAR) reviews all exterior work visible from any public right-of-way or elevated 

roadway, including new construction, alterations and renovations, within the City’s Historic Districts. Most projects 

will require review by the Board, while others can be handled by staff. The City Architect/Preservation Officer will 

determine the applicable level of review based on the scope of work.  

 

Board meetings are held at 4:30 p.m. (unless noted otherwise) on the second and fourth Wednesdays of each 

month at 2 George Street in the 1st floor meeting room. For deadlines dates, meeting schedules, application 

forms, or additional information, please visit www.charleston-sc.gov/bar. 

 

Prior to BAR review, it is the responsibility of the applicant to obtain Zoning approvals (Variances, Special 

Exceptions, Zoning staff approval), and Pre-App TRC review (if applicable) that are required for this project. 

Failure to do so will result in deferral from the BAR agenda. Provide a statement on the cover sheet indicating that 

you have met with Zoning staff and the project is Zoning compliant and does not require, or has obtained, any 

Variances or Special Exceptions.  This statement should also indicate that you have had Pre-App TRC review (if 

applicable). Provide the name and contact information for the design architect, who will be the only point of 

contact for the City.  Applicants are strongly encouraged to meet with the relevant neighborhood association 

and any adjacent property owners prior to making a BAR submittal. 

 

IMPORTANT: IF YOU ARE APPLYING FOR ADDITIONAL HEIGHT BASED ON ARCHITECTURAL MERIT AND CONTEXTUAL 

COMPATIBILITY, YOU MUST PROVIDE A DETAILED STATEMENT EXPLAINING WHY YOU BELIEVE THE PROJECT WARRANTS 

THE ADDITIONAL HEIGHT. 

 

ANY PART OF AN APPLICATION DOES NOT CONFORM TO THE SUBMITTAL REQUIREMENTS FOR THE RELEVANT PHASE, 

OR IS INCOMPLETE, WILL BE REJECTED AND REMOVED FROM THE AGENDA. 

 
 

SUBMITTAL REQUIREMENTS:   

All items described below are required. Check each box for the relevant review phase, sign at the end of the 

form, and submit these checked and signed Submittal Requirements with the application.  Staff-level reviews are 

not subject to deadlines, but are reviewed in the order received, and will be rejected if incomplete. 

 

STAFF REVIEW: 

1 Completed application form (must accompany every submittal including revisions, materials, etc.).  

1 Application fee (a fee is due each time a project is submitted for review). 

1 Set of photographs as outlined below. 

1 Half-size (18” x 24” max. sheet) and 1 full-size (36” x 48” max. sheet) set of drawings as outlined below.  

 

 

BOARD REVIEW: 

 

1 Completed application form for every submittal. 

1 Application fee (a fee is due each time a project is submitted for review). 

5 Sets of photographs as outlined below. 
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5 Half-size sets (18” x 24” max. sheet) of drawings as outlined below. 

1 CD or jump drive containing the digital version of all submitted documents as outlined below. 

A physical model (if required) as outlined below. 

A materials board (if required) as outlined below.  

 

 

Digital version of submittal - All submittal documents (plans, photographs, etc.) must be provided both digitally 

and in hard copy (and must be a duplicate of each other.)  They should be saved as a PDF’s on a CD or jump 

drive. Applicants wishing to give a prepared presentation at the meeting must include it on the same CD. Digital 

presentations will not be accepted via email, after the deadline, or during the meeting. Required for Board-level 

submittals only. 

 

Historic Structure Background Information – Submit documentation including Sanborn Maps, historic 

photographs, historic archival or physical evidence, and a narrative describing important background on the 

structure to be restored, renovated, receive an addition, or otherwise affected by the proposal. 

 
Photographs of existing site, context and structure - This includes, but is not limited to, buildings, signs, and site 

features.  Photographs should be clear and legible, printed in color, one good quality image per 8-1/2 x 11 page, 

and include a description. Required at Conceptual and Preliminary Review phases only.   Do not include at Final 

Review phase. 

 

Physical model – Optional for small scale residential projects, may be required, and are generally recommended 

for all multi-family residential new construction and commercial new construction, to be determined by the City 

Architect.  Models must be at a scale sufficient to clearly depict the design intent in height, scale, mass and 3D 

form.  The extent of the model should show sufficient context to demonstrate contextual compatibility. Required 

at Conceptual and Preliminary Review phases only.  Models should be brought to the Board meeting and 

removed immediately after the project is heard. 

Materials - All exterior materials, finishes, colors, fixtures, paving etc. should be mounted or represented on a 

board and keyed into elevations or renderings to cohesively convey the projects’ materials palette.  (Staff can 

provide examples if needed). In some cases, stand-alone samples (such as windows) may be required. Boards 

and samples must be labeled with the applicant’s name and the project address. Materials and material boards 

are required at Preliminary and Final Review phases only. Must be submitted by the submittal deadline. 

Drawings – Architectural drawings must include the items listed below and are broken down by phase of review, 

with each phase requiring an increasing level of detail. Drawing sets must include the items described under the 

phase for which you are submitting as well as the items described under all prior phases, unless noted otherwise. 

AFTER THE INITIAL SUBMITTAL, ALL SUBSEQUENT SUBMITTALS MUST INCLUDE THE PREVIOUSLY-PROPOSED SITE PLAN, 

FLOOR PLANS, ELEVATIONS AND RENDERINGS SIDE-BY-SIDE ON THE SAME DRAWING WITH THE CURRENT PROPOSAL, 

FOR COMPARISON. ALTERNATIVELY, THE PREVIOUSLY PROPOSED VERSION COULD APPEAR ON THE BACK SIDE OF 

THE PRIOR SHEET SO THAT WHEN THE DRAWING SET IS OPEN THE PREVIOUS AND PROPOSED VERSIONS WILL APPEAR 

NEXT TO EACH OTHER. 

Color Renderings - A minimum of two renderings is required. One rendering to include proposed construction 

and adjacent structures, as it would be seen at eye level by a pedestrian on a sidewalk abutting the property. A 

second rendering as it would be seen at eye level by a pedestrian on a sidewalk across the street from the 

property. Additional renderings/views are always helpful. 

NOTE 1: THE MAXIMUM DRAWING SIZE FOR BOARD SUBMISSIONS IS 18” X 24”.  SCALE REQUIREMENTS ARE AS NOTED 

BELOW.  EXCEPTIONS TO SCALE REQUIREMENTS, IF REQUIRED BY THE PROJECT SIZE, SHOULD BE REVIEWED WITH THE 

CITY ARCHITECT AND AGREED UPON PRIOR TO SUBMISSION. Orient site plan and floor plans the same.  Provide a 
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drawing index with page numbers and number all pages sequentially starting at one and continuing.  Indicate 

the applicant name and contact information, official project street address and name on the cover sheet.  

Indicate the “Formerly Known” name/address if it has changed. 

For project with multiple structures, submit the following:  

 Overview of the development including background information, relationship of buildings and exterior 

spaces to one another, streetscapes, site plan, landscape (if desired but not required) and hardscape 

plans, comparison elevations and overall renderings.  If this overview is denied or deferred by the Board, 

the application for individual subsequent buildings may be deferred at the discretion of the Board. 

 
 A separate submittal package for each “building” conforming to the requirements outlined below. 

 
 These requirements may be waived by staff for smaller projects with multiple buildings. 

 

 

 

 

Conceptual Review: Review of the height, scale, mass and 3-dimensional form of a building, or an addition to an 

existing building, and the general architectural direction and quality of the project as it relates to its site, its 

neighborhood, and the City of Charleston.  This phase defines the overall quality and architectural character of 

the project.  A pre-design conference with the City Architect/Preservation Officer to review the design is required 

for BAR-L projects prior to application for Conceptual Review. 

 

Generally, the Conceptual Review drawings should reflect 20% completion of the architect’s “Design 

Development Phase” as defined by the AIA. 

 

 

       TITLE PAGE: 

 

Must include the design architects’ name and contact information, project name, address and 

drawing index (page number on each sheet in the lower right corner. Number all pages sequentially 

starting at one and continuing).  

Must include dates of all previous reviews by TRC, Zoning (BZA or Staff) and BAR. 

Must include a statement regarding Zoning compliance as described above.    

 

 

HISTORIC STRUCTURE BACKGROUND: 

 

Provide historic structure background information as noted above. 

 

 

DIAGRAMS: 

 

 Provide a building section diagram to illustrate the floor-to-floor and overall building height including 

any rooftop appurtenances. 

 

 Provide a diagram (if applicable) illustrating any half-story to show compliance with the Height 

Ordinance. 
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EXISTING AND PROPOSED ARCHITECTURAL SITE PLANS AND CONTEXT PLAN  

(To Scale, min. 30” = 1’-0” after printing.  SEE NOTE 1 ABOVE): 

 

Layout of all structures (with north arrow, graphic drawing scale, cardinal directions, property lines, 

dimensions and adjacent streets labeled). 

Layout of all paved or gravel areas, walls, gates, mechanical equipment, parking spaces, trees, other 

significant site features etc. with materials clearly noted. 

Existing building(s) adjacent to the property on all sides. 

Any demolition or removal of existing site features. 

The ground floor plan and how it relates to the site. 

Must include FEMA zone information. 

 

 

EXISTING AND PROPOSED ARCHITECTURAL FLOOR PLANS 

(To Scale, min. 1/16” = 1’-0” after printing.  SEE NOTE 1 ABOVE): 

Provide a separate floor plan for each level. Include one plan for repetitive, identical floors. 

Must include north arrow and a graphic scale. 

Notes/labels should identify floor level, dimensions, room names, equipment, section cuts, etc. 

Differentiate new from existing with hatching or tone. 

Must include a roof plan. 

Arrangement of interior spaces with window and door locations and rooms labeled. 

On existing floor plans, note any removal of existing building elements. 

Where an addition to an existing building is proposed, provide existing plans noting any removal or 

alteration of existing building elements. 

 

 

EXISTING AND PROPOSED ARCHITECTURAL BUILDING ELEVATIONS  

(To Scale, min. 1/16” = 1’-0” after printing.  SEE NOTE 1 ABOVE): 

Must include notations regarding all existing and proposed materials and dimensions. 

Must include all elevations regardless of visibility. 

Must include elevation labels according to compass orientation. 

Indicate existing grade/flood plain requirements where relevant. 

Where an addition to an existing building is proposed, provide existing plans and elevations noting 

any removal or alteration of existing building elements. 

For new construction or additions facing the street, provide a streetscape elevation (drawn to scale) 

of buildings adjacent to the site, and a streetscape elevation (drawn to scale) across the street from 

the site. The proposed new construction must be included in the streetscape elevation on both sides 

of the street. A photo montage will not be acceptable in lieu of a scaled drawing streetscape 

elevation. 

 

 

COLOR RENDERING AND/OR THREE-DIMENSIONAL DRAWINGS: 

A minimum of two renderings is required as follows: 

Proposed construction, including adjacent structures, as it would be seen at eye level by a pedestrian 

on a sidewalk abutting the property. 
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Proposed construction, including adjacent structures, as it would be seen at eye level by a pedestrian 

on a sidewalk across the street from the property. 

 

A bird’s eye view of the block bounded by 4 streets. 

 

Additional renderings/views are always helpful. 

 

 

 

NOTE: Do not include “Possible Future Developments/Buildings” in the renderings as this is misleading. 

 

 

PHOTOGRAPHS 

 

Photographs of existing site and structure (if any). Also include photographs of surroundings sufficient 

to explain context. This includes, but is not limited to, buildings, signs, and site features.  One good 

quality image per 8-1/2 x 11 page.  Printed photos should be mounted to 8-1/2 x 11 paper, not loose.   

All photos submitted shall be of sufficient size and quality to allow for review of existing conditions.   

 

 

 

 

Preliminary Review: Review of the development of the conceptual design and its relationship to its context in 

terms of the project’s details, materials and finishes.  This phase defines the level of quality of construction, and 

the relationship of the buildings’ components to surrounding buildings and to one another. 

 

Generally, the Preliminary Review drawings should reflect 40% completion of the architect’s “Construction 

Documents Phase” as defined by the AIA. 

 

       

 TITLE PAGE: 

Must include applicant name and contact information, project name, address and drawing index 

(page number on each sheet in the lower right corner. Number all pages sequentially starting at one 

and continuing).  

Must include dates of all previous reviews by TRC, Zoning (BZA or Staff) and BAR. 

 

Must include a list of Staff and Board Comments from the previous meeting with responses explaining 

how previous comments have been addressed.  

 

 

PREVIOUS AND CURRENT ARCHITECTURAL SITE PLANS, DETAILS AND CONTEXT PLAN  

(To Scale, min. 30” = 1’-0” after printing.  SEE NOTE 1 ABOVE): 

 

Layout of all structures (with north arrow, graphic drawing scale, cardinal directions, property lines, 

dimensions and adjacent streets labeled). 

Layout of all paved or gravel areas, walls, gates, mechanical equipment, parking spaces, trees, other 

significant site features etc. with materials clearly noted. 

Existing building(s) adjacent to the property on all sides. 

Any demolition or removal of existing site features. 

The ground floor plan and how it relates to the site. 

Must include FEMA zone information. 
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Must include location and type of outdoor lighting fixtures. 

 

 

PREVIOUS AND CURRENT ARCHITECTURAL FLOOR PLANS  

(To Scale, min. 1/16” = 1’-0” after printing.  SEE NOTE 1 ABOVE): 

 

Provide a separate plan for each level.  Include one plan for repetitive, identical floors. 

Must include north arrow and a graphic scale. 

Notes/labels should identify floor level, dimensions, room names, equipment, section cuts, etc. 

All section cut symbols must be complete, coordinated, and refer to the consecutive page number 

where sections and details are located. 

Differentiate new from existing with hatching or tone. 

Must include all floors. 

Must include a roof plan. 

Arrangement of interior spaces with window and door locations and rooms labeled. 

Locations of mechanical equipment (exterior), electrical meter location and electrical service 

access, water heaters, gas meters and regulators, vents, etc. 

Must include location and type of all outdoor lighting fixtures. 

On existing floor plans, note any removal of existing building elements; differentiate new from existing 

with hatching. 

Where an addition to an existing building is proposed, provide existing plans noting any removal or 

alteration of existing building elements. 

 

 

PREVIOUS AND CURRENT ARCHITECTURAL BUILDING ELEVATIONS (ALL SIDES)  

(To Scale min. 1/16” = 1’-0” after printing.  SEE NOTE 1 ABOVE): 

 

Must include proposed materials (including walls, foundations, roofs, chimney flues, gutters and 

downspouts, porches, window/door types, etc.). 

Must include all elevations regardless of visibility. 

Must include elevation labels according to compass orientation. 

All section cut symbols must be complete, coordinated, and refer to the consecutive page number 

where sections and details are located. 

Must indicate existing grade and proposed grade, with finished floor elevations and building height, 

measured from the highest curb elevation adjacent to the site. Indicate flood plain requirements 

where relevant. 

Must include all penetrations through the exterior wall including mechanical vents and equipment. 

Must include location and type of outdoor lighting fixtures. 

Must include design and location of all signage that is integral to the building architecture. 

Where an addition to an existing building is proposed, elevations must clearly indicate any removal 

of building elements. 
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BUILDING SECTIONS  

(To Scale, min. 1/16" = 1’-0” after printing.  SEE NOTE 1 ABOVE).  

 

Building sections should be provided for each area where significant changes in the building’s 

construction and/or volume occur.  They must include critical vertical and horizontal dimensions. 

 

All section cut symbols must be complete, coordinated, and refer to the consecutive page number 

where sections and details are located. 

 

 

WALL SECTIONS  

(To Scale, min. 3/8"= 1’-0” after printing.  SEE NOTE 1 ABOVE): 

 

Wall sections should depict the various construction systems and materials specific to the proposed 

area of the building (i.e., not simply a “typical” wall section). Wall section(s) should depict material 

relationships, and generally should depict the wall construction from the ground plane to the building’s 

parapet or eave line at every change in wall conditions (including porches, balconies, canopies, 

recesses piazza screens, bays, door and window openings, etc.). Incorporate break lines as necessary 

to fit the page.  

 

All section cut symbols must be complete, coordinated, and refer to the consecutive page number 

where sections and details are located. 

 

MATERIALS 

Material selections including samples, brochures, and/or photographs of all exterior materials, finishes, 

windows, and fixtures.  Samples are primarily required for atypical materials (i.e., a synthetic cornice) 

and not for wood, stucco, etc. (unless otherwise specified by the City Architect). 

 

DETAILS 

Details shall be 3/4” = 1’-0” min. after printing.   

 

PHOTOGRAPHS 

 

Photographs of existing site and structure (if any). Also include photographs of surroundings sufficient 

to explain context. This includes, but is not limited to, buildings, signs, and site features.  One good 

quality image per 8-1/2 x 11 page.  Printed photos should be mounted to 8-1/2 x 11 paper, not loose.   

All photos submitted shall be of sufficient size and quality to allow for review of existing conditions.   

 

 

 

 

Final Review: Review of the completion of the preliminary design based on completed construction documents 

and material specifications, consistent with the level of quality of the previous phases.  

Generally, the Final Review drawings should reflect 90% completion of the architect’s “Construction Documents 

Phase” as defined by the AIA. 
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FINAL CONSTRUCTION DOCUMENTS: 

(Everything required of Preliminary Phase, at the same scale requirements, expanded for 90% completion of 

Construction Documents.  Check the boxes for Preliminary Review for Final Review Submittal Requirements): 

 

Sufficient for construction purposes, depicting all materials and methods of each type of construction 

affecting the exterior appearance of the structure, or as specifically requested by the Board of 

Architectural Review or staff. Details shall be 3/4” = 1’-0” min. after printing. All section cut symbols 

must be complete, coordinated, and refer to the consecutive page number where sections and 

details are located. 

Material selections including samples, brochures, and/or photographs of all exterior materials, finishes, 

windows, and fixtures.  Samples are primarily required for atypical materials (i.e., a synthetic cornice) 

and not for wood, stucco, etc. (unless otherwise specified by the City Architect). 

The requirement for an on-site, full-scale mock-up panel for final confirmation of materials and for 

craftsmanship will be determined by the City Architect. See specific submittal requirements for mock-

up panel drawings. Submit mock-up panel drawings with final phase review drawings. Bring the 

project renderings to the on-site mock-up review to illustrate the location of mock-up components 

 

 

 
 

Final Review by Staff: Review of the completion of the Board-approved project based on completed “For-Permit” 

construction documents and material specifications, consistent with the level of quality and requirements of the 

previous phases. 

The Final Review drawings should reflect 100% completion of the architect’s “Construction Documents Phase and 

represent “For Permit” drawings 

 

 

Final “For-Permit” construction documents shall be sufficient for obtaining a Building Permit, depicting 

all materials and details for the project including all drawings of all consultants.  Details shall be  

3/4” = 1’-0” min. after printing. 

 

All section cut symbols must be complete, coordinated, and refer to the appropriate page number 

where sections and details are located. 

 

IMPORTANT: Cloud all changes to Final Review by the Board documents comprehensively. 

 

 

 

Printed Name_____________________________________                       Date______/______/________ 

 

 

Signed Name______________________________________ 

 



BOARD OF ARCHITECTURAL REVIEW 
 

REVIEW REQUIREMENTS FOR DEMOLITION 
 
 
CITY OF CHARLESTON                                            DEPARTMENT OF PLANNING, PRESERVATION AND SUSTAINABILITY 
2 George Street             Charleston, South Carolina 29401               843-724-3781             Fax: 843-724-3772                   www.charleston-sc.gov 

 

 
GENERAL INFORMATION:  The Board of Architectural Review (BAR) was established in 1931 with the creation of 
the first preservation ordinance in the United States.  As stated in the City of Charleston Zoning Ordinance, the 
purpose of the board is “the preservation and protection of the old historic or architecturally worthy structures 
and quaint neighborhoods which impart a distinct aspect to the city and which serve as visible reminders of the 
historical and cultural heritage of the city, the state, and the nation.”  The BAR has demolition review of all 
buildings in the Old and Historic District, of buildings 50 years or older south of Mount Pleasant Street, and of any 
buildings located within the City’s Landmark Overlay properties.  
 
Board meetings are held at 4:30 p.m. on the second and fourth Wednesdays (BAR-L) and Thursdays (BAR-S) of 
each month at 2 George Street in the 1st floor meeting room. Deadline for applications is 12:00 noon, typically 
ten days prior to the meeting date. For meeting schedules, application forms, or additional information, please 
visit www.charleston-sc.gov/bar or contact the City of Charleston’s Urban Design & Preservation Division staff 
 
 
SUBMITTAL REQUIREMENTS:  
All items described below are required. Check each box, sign at the end of the form, and submit these checked 
and signed Submittal Requirements with the application. (NOTE: ANY PART OF AN APPLICATION DOES NOT 
CONFORM TO THE SUBMITTAL REQUIREMENTS, OR IS INCOMPLETE, WILL BE REJECTED AND REMOVED FROM THE 
AGENDA).  
 
Definition: Demolition is defined as the removal of an entire structure or a substantial portion of a structure visible 
from the public right-of-way or a substantial portion of features of a structure that are visible from the public rights-
of-way that define its historic architectural character, such as roofs, columns, balustrades, chimneys, siding, 
windows, doors, shutters, site walls, fences and other unique architectural features, which if lost, would 
compromise the historic architectural character of the structure 
 

1 Completed application form (must accompany every submittal including revisions, materials, etc.).  

1 Application fee (a fee is due each time a project is submitted for review). 

1 Set of photographs as outlined below. 

1 Half-size (18” x 24” max. sheet) 
 
5 sets of materials including each of the following (hard copy): 

 
Title page must include the design architects’ name and contact information, project name, 
address and drawing index (page number on each sheet in the lower right corner. Number all 
pages sequentially starting at one and continuing).  

 
Site Plan or survey, to scale, depicting structure(s), or portions of structures, to be demolished, 
including site features, surrounding buildings, and adjacent streets. Plans should clearly indicate 
which portions are to be removed. Please note that requests involving demolition and 
subsequent new construction should be divided into two separate submittals. 
 
Photographs of all sides of the structure(s), including existing conditions and site features.  Interior 
photographs which help to indicate the structural condition should be submitted as well. 
Photographs should be clear and legible, printed in color, one good quality image per 8-1/2 x 11 
page, and include a description. 
 
A structural engineer’s report assessing the structural integrity and overall condition of the 
building. (Not required if structural failure is not the reason for requesting demolition.) 



Submit documentation indicating the date of construction of the original structure and any 
subsequent additions or alterations.  In addition, include Sanborn Maps, historic photographs, 
historic archival or physical evidence. The Architecture and Preservation staff is available to assist 
with research if necessary. 

All of the above materials submitted in digital format on a CD or jump drive containing the digital 
version of all submitted documents as outlined above.  PDF documents must be merged into a 
single file.  

An on-site meeting with the City Architect/ Preservation Officer (BAR-L) or the BAR-S Administrator 
(BAR-S) and BAR members is required for demolition requests of significant structures, and is 
scheduled prior to the meeting. 

Printed Name_____________________________________       Date______/______/________ 

Signed Name______________________________________ 





Agenda Item #3

2 NORTH ADGERS WHARF 
TMS # 458-09-04-001

Request appeal of staff denial for replacement of existing synthetic state roof 
with new 24 gauge standing seam metal roof.

Category 4 / (Charlestowne) / c. pre-1884  / Height District: / Old and Historic District



 

 



 

 



 

 



 

 



 

 



 

 



 

 



 

 



 



CLEVELAND: 800.283.5262
ATLANTA: 800.929.9359

DALLAS: 877.853.4904
DENVER: 877.375.1477

SAN JOSE: 408.916.3262
www.sheffieldmetals.com

16"

3/8"
3/8"

1-9/16"

1/2"

1-1/2"

ENGINEERED
METAL ROOFING SYSTEMS

SMI 1.5” Mechanical Seam
Standing Seam
Panel Information:
Panel Type:  Standing Seam
Panel Seam:  Mechanical
Panel Width:  16”
Seam Height:  1.5”
Panel Material:  22 GA - 24 GA Min, .032 - .040
Panel Surface: Smooth / Embossed Optional
Panel Clip:  Required Per Engineering
Minimum Slope:  2/12
Substrate: Plywood, B-Deck, B-Deck w/ISO

Panel Testing:
Uplift Resistance:  UL 580, UL 1897, UL 90
Air Infiltration: ASTM E 1680
Water Penetration: ASTM E 1646
Water Submersion: ASTM E 2140*
Hail Rating:  Class 4 Impact UL 2218
Fire Rating:  UL Class A
Texas Department of
Insurance Approval: RC-386*, RC-395*, RC-397*
FBC Non-HVHZ
Approval:  FL18316*

Panel Notes:
• With this panel engineering, you may opt to use

heavier gauge coil and narrower width panels.
Clip spacing will not change.

• For slopes lower than a 2/12 roof pitch, contact
SMI Technical Department for further installation
direction and requirements.

• This panel uses a 20” coil. Maximum width coil of 20”.
• This panel uses 4” of material to form the panel.
• If you take the square footage of the roof and multiply

that by 1.25, the total will be the amount coil needed
to manufacture the panels.

• This panel is approved for Weathertight Warranties.

      *  Available in steel only.





Agenda Item #4

237 MEETING STREET 
TMS # 457-08-01-003

Request preliminary approval for renovation of existing hotel to include altering Meeting Street 
entrance and elements surrounding pool deck. 

Not Rated / (None) / c. 1964 / Height District:  / Old and Historic District
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55 WENTWORTH STREET - GRAND BOHEMIAN HOTEL 237 MEETING STREET 264 MEETING STREET - CHARLESTON FIRE DEPARTMENT, STATION 2/3
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EXISTING WOOD WINDOWS AT MEETING STREET ADJACENT TO MAIN ENTRANCE

EXISTING METAL CANOPY AT MEETING STREET ENTRANCE

EXISTING SIGNAGE AT PORTE COCHERE

VIEW OF HOTEL AT CORNER OF MEETING & HASELL VIEW OF POOL DECK LOOKING TOWARD COVERED PORCH TO BE REMOVED POOL DECK LOOKING TOWARD MEETING STREET

PRELIMINARY

NOT FOR

CONSTRUCTION

DESCRIPTIONREV. DATE

SHEET TITLE

PROJECT NUMBER:

ISSUE DATE:

DRAWING NO.

DRAWN BY: PROJ. COOR.:

Architecture
Interiors
Planning

34 Radcliffe Street
Charleston, SC 29403

843.577.2163
www.goffdantonio.com

3/4/2020 9:10:16 AM

23
7 

M
EE

TIN
G

 S
T. 

HO
TE

L

23
7 

M
ee

tin
g 

St
. C

ha
rle

st
on

, S
C

 2
94

01

Author Checker

19029.00

03 OF 31

EXISTING
PHOTOGRAPHS

March 11, 2020



PAVILION HOTEL, 1893. THE PRESSED-METAL CORNICE AND PARAPETS WERE ADDED DURING REPAIRS 
AFTER THE EARTHQUAKE OF 1886. A FEW YEARS AFTER THIS POHOTOGRAPH WAS TAKEN, A FIRE SWEPT 
THROUGH THE FOURTH FLOOR, ATTIC, AND ROOF OF THE HOTEL. THE ORNATE CORNICE AND PARAPETS 
WERE LOST. 
- "BURNING OF THE ST. CHARLES. THE ROOF AND FOURTH STORY WERE DESTROYED." NEWS AND COURIER, 

SEPTEMBER 17, 1899.
- THE PAVILION HOTEL WAS BUILT AFTER THE 1838 FIRE. 
(PRESERVATION SOCIETY OF CHARLESTON)

THE ARGYLE, 1911. KNOWN IN THE NINETEENTH CENTURY AS THE PAVILION HOTEL, THE HOTEL WAS 
RENAMED ST. CHARLES IN 1895. IN 1900, CHARLESTON ARCHITECT ALBERT W. TODD DREW PLANS FOR A 
THOROUGH RENOVATION OF THE NINETY-ROOM HOTEL, WHICH WAS NAMED THE ARGYLE BY ITS NEW 
OWNER. THE ARGYLE WAS TORN DOWN IN 1957 AND REPLACED BY THE KING CHARLES INN.
(PRESERVATION SOCIETY OF CHARLESTON)

C. Drie. Bird's Eye View of the City of Charleston, South Carolina. 1872. 
American Memory, Library of Congress http://memory.loc.gov/

MK 21211 Courtesy of The Charleston Museum www.charlestonmuseum.org Courtesy of The Historic Charleston Foundation www.charleston.pastperfectonline.com

Courtesy of The Historic Charleston Foundation www.charleston.pastperfectonline.com

VIEW LOOKING NORTH ON MEETING STREET OF THE BEST WESTERN KING CHARLES INN. 1970'S 
(PRESERVATION SOCIETY OF CHARLESTON)

HISTORIC MAP OF MEETING STREET. 1872 
(PRESERVATION SOCIETY OF CHARLESTON)
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PERSPECTIVE
RENDERING -
ENTRANCE
(PROPOSED)

March 11, 2020

CITY STAFF COMMENTS:

1. REMOVAL OF THE PERGOLA TO BE REPLACED WITH  2/3 BLANK WALL AND 1/3 SLIDING GLASS DOOR SYSTEM SHOULD BE RESTUDIED. 
2. THE SCREENS AT THE STREET ARE TOO TALL AND SHOULD BE REDUCED TO THE HEIGHT OF THE EXISTING RAILING. THE SCREENS SHOULD BE 
ELIMINATED ABOVE THE PORTE COCHERE.

3. PROVIDE TWO SETS OF DOORS AT THE MAIN ENTRY. 
4. FIELD PAINTED WINDOWS AND SCREENS WILL NOT ENDURE. 
5. MATERIALS AND COLOR SAMPLES HAVE NOT BEEN PROVIDED.
6. VENTS SHOULD BE PAINTED THE COLOR OF THE WALL.
7. SHEET 2 OF 23 DOES NOT MATCH THE RENDERING WITH REGARDS TO PLANTINGS AT THE SIDEWALK.
8. REDUCE THE NUMBER OF SCONCES FROM 5 TO 3.
9. LIGHT FIXTURES AT THE ENTRY ARE VERY OVER-SCALED.
10. ANY UPLIGHTS SHOULD BE ELIMINATED. 
11. SIGNAGE TO BE REVIEWED SEPARATELY BY STAFF.

APPLICANT RESPONSE:

1. THE SLIDING GLASS WALL SYSTEM WILL BE HIDDEN WHEN COMPLETELY OPEN, IN A POCKET WALL. THERE WILL BE BANQUET 
SEATING ON EITHER SIDE WITH PLANTERS TO DECORATE THE WALLS. 

2. THE SCREENS/RAILINGS HAVE BEEN REDUCED TO 48" AFF AT THE POOL PATIO, TO BE CODE COMPLIANT.  THE SCREENS 
ABOVE THE PORTE COCHERE NEED TO REMAIN TO HIDE THE EXISTING & NEW MECH. EQUIPMENT.

3. TWO SETS OF DOORS AT THE MAIN ENTRY ARE PROPOSED. 
4. EXISTING WINDOWS AND SCREENS WILL REMAIN UNPAINTED. 
5. MATERIALS AND COLOR SAMPLES HAVE BEEN SUBMITTED.
6. WE FEEL THE VENTS SHOULD BE PAINTED TO MATCH THE RAILING COLOR. CURRENTLY THE VENTS ARE BLACK.
7. THE ELEVATION SHOWS THE BUILDING MATERIALS WITHOUT THE PLANTING TO UNDERSTAND THE BUILDING PROFILE.
8. THE NUMBER OF SCONCES HAS BEEN REDUCED FROM 5 TO 2. 
9. LIGHT FIXTURES AT THE ENTRY HAVE BEEN REDUCED IN SIZE.
10. EXISTING UPLIGHTS WILL BE ELIMINATED. 
11. SIGNAGE WILL BE SUBMITTED SEPARATELY.
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EXISTING STUCCO EXISTING STUCCO 

FARROW & BALL PAINT:
- COLOR: ARCHIVE 
- BUILDING BASE

FARROW & BALL PAINT:
- COLOR: DIMITY
- BUILDING MAIN BODY

NEW ROOF SHINGLES

GAF TIMBERLINE HD SHINGLES:
COLOR: WEATHERED WOOD 

NEW EXTERIOR LIGHTING

BELMONT WALL SCONCE BY 
URBAN ELECTRIC. 
- FINISH: COPPER

NEW STOREFRONT

@ NEW RAILING & PLANTERS NEW GREEN WALL 

GELSEMIUM (YELLOW YASMINE) 
- SEE CIVIL

FICUS PUMILA (CREEPING FIG) 
- SEE CIVIL

WINCO WINDOWS
- 2" ALUM. WINDOWS AND DOORS
- MEETING STREET ENTRANCE
- COLOR: TRERON

NEW SLIDING DOOR

EURO-WALL MULTI-SLIDE
- IMPACT ALUM. SLIDING DOORS
- RESTAURANT & POOL  
- COLOR: WHITE

EXTERIOR PAINT OVER EXISTING STUCCO

- MAIN BODY: DIMITY
- BASE: ARCHIVE

GALVANIZED STEEL @ NEW RAILING

BANKER WIRE: (SEE CIVIL)
- RAILING & MECH. SCREENING
- COLOR: TRERON

NEW ALUMINUM/METAL

FARROW & BALL PAINT:
- COLOR: TRERON 
- WINDOWS AND DOORS (LOBBY)
- MARQUIS
- PLANTER, RAILING & SCREENING
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HASELL STREET

WENTWORTH STREET

55 WENTWORTH ST.

256 MEETING ST.

252 MEETING ST.

66 
HASELL 

ST.

232 
MEETING ST.

235 
MEETING ST.

81 HASELL 
ST.

87 HASELL 
ST.

89 HASELL 
ST.

90 HASELL ST.

69 WENTWORTH ST.

251 MEETING ST.
71 SOCIETY ST.60 

WENTWORTH 
ST.

264 
MEETING 

ST.

4-STORY
91 ROOM HOTEL 

7

15

18

7

35

DIRECTION OF TRAFFIC

PROPERTY LINE; SEE CIVIL

SURROUNDING BUILDING POCHE

BUFFER LINE; SEE CIVIL/LANDSCAPE

EXISTING TREES
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ARCHITECTURAL SITE
PLAN

March 11, 2020

SCALE:  1" = 20'-0"1 FIRST FLOOR GARAGE PLAN - NEW
MAGNETIC 

NORTH
PROJECT 
NORTH

1" = 20'-0"

10' 20' 40'5'0'



UP

UP

UP

UP

UP

NEW WALL

NEW DOOR

EXISTING DOOR

NON-WORK AREA

DOOR NUMBER

EXISTING WALL

101

WALL TYPE TAG

ROOM NAME
101

150 SF

ROOM NAME ROOM NAME
ROOM NUMBER
ROOM AREA (IF SHOWN)

1

HOTEL AMENITY

GUESTROOMS

CIRCULATION

SERVICES

27 OF
31

1

3
28 OF 31

1
29 OF 31

2
29 OF 31

24 OF
31

1

27 OF
31

4

2
28 OF 31

1
28 OF 31

2
30 OF 31

372 SF
LOBBYLOBBY

VESTIBULEVESTIBULE
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GARAGE FLOOR
PLAN - PROPOSED

March 11, 2020

MAGNETIC 
NORTH

PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'

SCALE:  1/8" = 1'-0"1 FIRST FLOOR GARAGE PLAN - PROPOSED
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GARAGE FLOOR
PLAN - EXISTING

March 11, 2020

SCALE:  1/8" = 1'-0"1 FIRST FLOOR GARAGE PLAN - EXISTING
MAGNETIC 

NORTH
PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'
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SECOND FLOOR
PLAN - PROPOSED

March 11, 2020

MAGNETIC 
NORTH

PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'

SCALE:  1/8" = 1'-0"1 SECOND FLOOR PLAN - PROPOSED
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SECOND FLOOR
PLAN - EXISTING

March 11, 2020

MAGNETIC 
NORTH

PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'

SCALE:  1/8" = 1'-0"1 SECOND FLOOR PLAN - EXISTING

1 REMOVE CORRIDOR CARPET.  FINISH ROUGH
EDGES TO AVOID TRIPPING HAZARD FOR HOTEL
GUESTS WHERE PHASE DEMO STOPS.  REMOVE
EXISTING WAINSCOT ON WALL.  PREPARE FOR
INSTALLATION OF NEW.

2 REMOVE CEILING LIGHTING AND ACT TILES.
CLEAN GRID, REPAIR/REPLACE WHERE NEEDED.

3 REMOVE CORRIDOR COLUMNS.  PATCH AND
REPAIR WALLS TO CREATE SMOOTH SURFACE.

4 REMOVE CORRIDOR AIR UNITS, TYPICAL.

CODED NOTES #
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THIRD FLOOR PLAN -
PROPOSED

March 11, 2020

MAGNETIC 
NORTH

PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'

SCALE:  1/8" = 1'-0"1 THIRD FLOOR PLAN - PROPOSED
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THIRD FLOOR PLAN -
EXISTING

March 11, 2020

SCALE:  1/8" = 1'-0"1 THIRD FLOOR PLAN - EXISTING

MAGNETIC 
NORTH

PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'

1 REMOVE CORRIDOR CARPET.  FINISH ROUGH
EDGES TO AVOID TRIPPING HAZARD FOR HOTEL
GUESTS WHERE PHASE DEMO STOPS.  REMOVE
EXISTING WAINSCOT ON WALL.  PREPARE FOR
INSTALLATION OF NEW.

2 REMOVE CEILING LIGHTING AND ACT TILES.
CLEAN GRID, REPAIR/REPLACE WHERE NEEDED.

3 REMOVE CORRIDOR COLUMNS.  PATCH AND
REPAIR WALLS TO CREATE SMOOTH SURFACE.

4 REMOVE CORRIDOR AIR UNITS, TYPICAL.
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FOURTH FLOOR PLAN
- PROPOSED

March 11, 2020

MAGNETIC 
NORTH

PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'

SCALE:  1/8" = 1'-0"1 FOURTH FLOOR PLAN - PROPOSED
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FOURTH FLOOR PLAN
- EXISTING

March 11, 2020

SCALE:  1/8" = 1'-0"1 FOURTH FLOOR PLAN - EXISTING

MAGNETIC 
NORTH

PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'

1 REMOVE CORRIDOR CARPET.  FINISH ROUGH
EDGES TO AVOID TRIPPING HAZARD FOR HOTEL
GUESTS WHERE PHASE DEMO STOPS.  REMOVE
EXISTING WAINSCOT ON WALL.  PREPARE FOR
INSTALLATION OF NEW.

2 REMOVE CEILING LIGHTING AND ACT TILES.
CLEAN GRID, REPAIR/REPLACE WHERE NEEDED.

3 REMOVE CORRIDOR COLUMNS.  PATCH AND
REPAIR WALLS TO CREATE SMOOTH SURFACE.

4 REMOVE CORRIDOR AIR UNITS, TYPICAL.
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ROOF PLAN -
PROPOSED

March 11, 2020

MAGNETIC 
NORTH

PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'

SCALE:  1/8" = 1'-0"1 ROOF PLAN - NEW
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ROOF PLAN -
EXISTING

March 11, 2020

SCALE:  1/8" = 1'-0"1 ROOF PLAN - EXISTING/DEMOLITION

MAGNETIC 
NORTH

PROJECT 
NORTH

1/8" = 1'-0"

0' 4' 8' 16'2'



GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET = 32' - 9 1/2"
(+45.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

PORTE COCHERE

25 OF 31
1

WOVEN WIRE MESH TRELLIS FOR 
MECHANICAL SCREENING; SEE CIVILWOVEN WIRE MESH TRELLIS FOR POOL 

DECK SCREENING; SEE CIVIL

GREEN WALL BETWEEN COLUMNS 
UP TO 4' - 6"; SEE CIVIL - TYP.

NEW PARAPET TO MATCH MAIN 
ENTRANCE PARAPET

PROPOSED SIGNAGE LOCATION

PROPOSED SIGNAGE LOCATION

26 OF 31
1

3'
 - 

0"
15

' -
 4

"

NEW STUCCO BETWEEN 
PILASTERS AT PORTE 
COCHERE; COLOR: ARCHIVE

4'
 - 

6"

PAINT MAIN STUCCO BODY; COLOR: 
FARROW & BALL DIMITY - TYP.

PAINT STUCCO BASE; COLOR: 
FARROW & BALL ARCHIVE - TYP.

GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET = 32' - 9 1/2"
(+45.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

PORTE COCHERE

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

25 OF 31
3

EXISTING CANOPY OVER STAIR 
DOOR AT POOL TO BE REMOVED

EXISTING METAL RAILING 
TO BE REMOVED

EXISTING METAL RAILING 
TO BE REMOVED
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BUILDING
ELEVATIONS - EAST

March 11, 2020

SCALE:  1/8" = 1'-0"1 EAST ELEVATION - PROPOSED

SCALE:  1/8" = 1'-0"3 EAST ELEVATION - EXISTING (BAR)

1FLOOD ZONE: AE (BFE = 10.00)

FLOOD ZONE: AE (BFE = 10.00)

SCALE:  1/4" = 1'-0"2 EAST ELEVATION - PREVIOUS



ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

EXISTING CORNICE TO BE REMOVED

EXISTING CORNICE TO 
BE REMOVED

ALUMINUM WINDOWS 

DECORATIVE SCREEN

EXISTING UP LIGHTS TO 
BE REMOVED

ELIMINATE DECORATION AT 
COLUMN CAPITAL

ELIMINATE WOOD 
WINDOWS & DOORS

EXISTING COPING TO BE REMOVED

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

31 OF 31
2

PROPOSED SIGNAGE LOCATION

PROPOSED BELMONT WALL 
SCONCE; COPPER FINISH

ALUMINUM WINDOWS AND 
DOORS; COLOR: TRERON

ALUMINUM WINDOWS 
TO REMAIN

DECORATIVE SCREEN 
TO REMAIN

NEW CAST STONE CORNICE; 
CASTING DESIGNS, INC. -
COLOR: #2116 TO MATCH 
ARCHIVE

NEW RAISED 
STUCCO DETAIL

6' - 9"

2'
 - 

8"
8'

 - 
1"

NEW METAL COPING; 
COLOR: MATCH FACADE
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BUILDING
ELEVATIONS -
ENLARGED EAST

March 11, 2020

SCALE:  1/4" = 1'-0"3 EAST ELEVATION - EXISTING - ENLARGED ENTRANCE

SCALE:  1/4" = 1'-0"1 EAST ELEVATION - PROPOSED - ENLARGED ENTRANCE

SCALE:  1/4" = 1'-0"2 EAST ELEVATION - PREVIOUS - ENLARGED ENTRANCE



GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

EXISTING CANOPY OVER STAIR 
DOOR AT POOL TO BE REMOVED

EXISTING METAL RAILING 
TO BE REMOVED

GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

WOVEN WIRE MESH TRELLIS FOR POOL 
DECK RAILING; SEE CIVIL

PLANTER; SEE CIVIL

GREEN WALL BETWEEN COLUMNS 
UP TO 4' - 6"; SEE CIVIL - TYP.

PAINT MAIN STUCCO BODY; COLOR: 
FARROW & BALL DIMITY - TYP.

PAINT STUCCO BASE & PILASTERS; COLOR: 
FARROW & BALL ARCHIVE - TYP.

4'
 - 

6"

PROPOSED SIGNAGE LOCATION

1'
 - 

0"
3'

 - 
0"

4'
 - 

0"

10
' -

 8
"

GREEN WALL BETWEEN COLUMNS;
SEE CIVIL - TYP.

WOVEN WIRE MESH TRELLIS FOR POOL 
DECK SCREENING; SEE CIVIL
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BUILDING
ELEVATIONS - POOL
RAILING

March 11, 2020

SCALE:  1/4" = 1'-0"3 EAST ELEVATION - EXISTING (BAR) - POOL RAILING

SCALE:  1/4" = 1'-0"1 EAST ELEVATION - PROPOSED - POOL RAILING

SCALE:  1/4" = 1'-0"2 EAST ELEVATION - PREVIOUS - POOL BARRIER



GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

ADJACENT BUILDING; 
69 WENTWORTH 

PARKING GARAGE

OPEN GARAGE BELOWOPEN GARAGE BELOWOPEN GARAGE BELOW OPEN GARAGE BELOW OPEN GARAGE BELOW
PAINT MAIN STUCCO BASE; 
COLOR: FARROW & BALL ARCHIVE

EXISTING MECHANICAL 
EQUIPMENT

NEW ASPHALT ROOF; WEATHERED GRAYEXISTING WINDOWS TO 
REMAIN

PAINT MAIN STUCCO BODY; 
COLOR: FARROW & BALL DIMITY

5' - 6"

WOVEN WIRE MESH  
FOR MECH. SCREENING; 
SEE CIVIL

ALUMINUM WINDOWS 
AND DOORS; COLOR: 
TRERON

NEW MECHANICAL EQUIPMENT

10
' -

 1
0"

GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET = 32' - 9 1/2"
(+45.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL) OPEN GARAGE BELOW

ADJACENT BUILDING; 
69 WENTWORTH 

PARKING GARAGE

OPEN GARAGE BELOWOPEN GARAGE BELOW OPEN GARAGE BELOW OPEN GARAGE BELOW

EXISTING DOWNSPOUTS - TYP.

GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET = 32' - 9 1/2"
(+45.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)
TRUSS BEARING = 25' - 1 1/2"
(+38.27' MSL)

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

FDC

EXISTING FDC CONNECTION

RECONSTRUCT PARAPET TO 
MATCH ADJACENT 

EXISTING DECORATIVE VENT

GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET = 32' - 9 1/2"
(+45.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

FDC

NEW ASPHALT ROOF; WEATHERED GRAY EXISTING WINDOWS TO 
REMAIN

NEW PARAPET TO MATCH 
MAIN ENTRANCE PARAPET 

PAINT MAIN STUCCO BODY; 
COLOR: FARROW & BALL DIMITY

PAINT STUCCO BASE; COLOR: 
FARROW & BALL ARCHIVE

PRIME/PAINT EXISTING DECORATIVE 
VENT; COLOR: TRERON - TYP.

PAINT STUCCO PANEL AT 
WINDOW; COLOR: FARROW & 

BALL DIMITY - TYP.

SCALE:  1/8" = 1'-0"1 NORTH ELEVATION - PROPOSED

1
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BUILDING
ELEVATIONS -
NORTH/SOUTH

March 11, 2020

SCALE:  1/8" = 1'-0"2 NORTH ELEVATION - EXISTING

SCALE:  1/8" = 1'-0"4 SOUTH ELEVATION - EXISTING

SCALE:  1/8" = 1'-0"3 SOUTH ELEVATION - PROPOSED

3



GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET = 32' - 9 1/2"
(+45.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

3
28 OF 31

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

OPEN GARAGE BELOW OPEN GARAGE BELOWOPEN GARAGE BELOWOPEN GARAGE BELOW OPEN GARAGE BELOW

KING
222

KING

KING
322

KING

KING
422

KING

RESTAURANT & BARRESTAURANT & BAR POOL PATIOPOOL PATIO

POOL

8 9 54 101112

GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET = 32' - 9 1/2"
(+45.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

3
28 OF 31

OPEN GARAGE BELOWOPEN GARAGE BELOW OPEN GARAGE BELOW OPEN GARAGE BELOWOPEN GARAGE BELOW

POOL

RESTAURANT & BARRESTAURANT & BAR

POOL PATIOPOOL PATIO

KING
226

KING

KING
326

KING

KING
426

KING

5 4

1

7

8 912

2

GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET = 32' - 9 1/2"
(+45.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

FOURTH LEVEL = 25' - 3 1/2"
(+38.27' MSL)

2
28 OF 31

1
28 OF 31

1
30 OF 31

KING
201

KINGWOMEN'S R.R.WOMEN'S R.R.CORRIDORCORRIDOR

KING
301

KINGDOUBLE QUEEN
302

DOUBLE QUEEN

KITCHENKITCHENJR. SUITE KING
247

JR. SUITE KING

JR. SUITE KING
347

JR. SUITE KING KING
346

KING

VESTIBULEVESTIBULE

SLIDINGSLIDING

POOL

1 22 3 4 5 6

PROPOSED SIGNAGE LOCATION

MOSAIC TILE TO BE REMOVED

PILASTERS TO BE PAINTED TO 
MATCH BASE COLOR: ARCHIVE

MECH. SCREENING TO MATCH 
POOL DECK RAILING; COLOR: 
CHARLESTON GREEN

3'
 - 

0"
15

' -
 4

"
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BUILDING SECTIONS
@ COURTYARD

March 11, 2020

SCALE:  1/8" = 1'-0"1 E/W BUILDING SECTION @ COURTYARD

SCALE:  1/8" = 1'-0"2 E/W BUILDING SECTION @ ENTRANCE

1

3

2

SCALE:  1/8" = 1'-0"3 N/S BUILDING SECTION @ PATIO

SIGHTLINE FROM 60' - 0" AWAY FROM EAST FACADE

NOTES

SCALE:  1/8" = 1'-0"4 PORTE COCHERE - N. ELEVATION

1 EURO-WALL 'MULTI-SLIDE' SLIDING GLASS WALL
SYSTEM. DOORS ARE HIDDEN WITHIN POCKET
ON EITHER SIDE WHEN FULLY OPEN TO
RESTAURANT.

2 BANQUET SEATING ON WITHER SIDE OF THE
SLIDING DOOR SYSTEM W/ PLANTERS TO
DECORATE WALLS SURROUNDING POOL PATIO.

3 NEW ALUMINUM ENTRANCE DOOR TO ACCESS
RESTAURANT. COLOR: ANODIZED ALUMINUM TO
MATCH EXISTING STOREFRONT.

4 MECH. EQUIPMENT ON RESTAURANT ROOF -
BEYOND PARAPET.

5 PARAPET TO SCREEN MECH. UNITS FROM POOL
PATIO. METAL COPING TO MATCH STUCCO
COLOR.

6 POCKET WALL FOR GLASS SLIDING DOOR
SYSTEM.

7 METAL FOLDING DOOR TO ENCLOSE TIKI BAR AT
POOL PATIO.

8 NEW TIMBERLINE HD SHINGLES ON EXISTING
ROOF; COLOR: WEATHERED WOOD.

9 PAINT EXISTING FACADE; COLOR: DIMITY.

10 EXISTING ROUND COLUMN WRAPS TO BE
REMOVED AND REPLACED WITH SQUARED FIBER
CEMENT PANEL AND TRIM.

11 EXISTING BRICK FACADE VISIBLE FROM POOL
PATIO TO HAVE NEW STUCCO FINISH; COLOR:
DIMITY.

12 EXISTING WINDOWS TO REMAIN.



GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET = 32' - 9 1/2"
(+45.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

L

TRUSS BEARING = 25' - 1 1/2"
(+38.27' MSL)

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

NEW METAL COPIING; COLOR 
TO MATCH STUCCO

PAINT MAIN STUCCO BODY; 
COLOR: FARROW & BALL DIMITY

EXISTING ALUMINUM WINDOWS 
TO REMAIN

EXISTING DECORATIVE SCREEN 
TO REMAIN

PAINT STUCCO BASE; COLOR: 
FARROW & BALL ARCHIVE

NEW ASPHALT ROOF; 
WEATHERED GRAY

RECONSTRUCT PARAPET TO MATCH 
MAIN ENTRANCE PARAPET

EXISTING GRADE; SEE CIVIL

EXISTING STRUCTURE; TYP.

2'
 - 

0"
7'

 - 
8"

9'
 - 

4"
9'

 - 
6"

1'
 - 

1"
9'

 - 
3"

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

T.O. EXISTING PARAPET 2 = 34' - 9 3/8"
(+47.76' MSL)

L

TRUSS BEARING = 25' - 1 1/2"
(+38.27' MSL)

29 OF 31
3

NEW METAL COPIING; COLOR: 
MATCH FACADE

PAINT MAIN STUCCO BODY; 
COLOR: FARROW & BALL DIMITY

PAINT STUCCO BASE; COLOR: 
FARROW & BALL ARCHIVE

EXISTING ALUMINUM 
WINDOWS TO REMAIN

EXISTING DECORATIVE SCREEN TO BE 
PAINTED TO MATCH NEW STOREFRONT

NEW CAST STONE CORNICE; CASTING 
DESIGNS, INC. - COLOR: #2116 TO 
MATCH ARCHIVE

NEW CANOPY; SEE DETAILS ON 
SHEET 24 OF 27

ALUMINUM WINDOWS AND DOORS; 
COLOR: TRERON

METAL SILL FLASHING; COLOR TO 
MATCH STUCCO BASE

METAL HEAD FLASHING; COLOR TO 
MATCH STUCCO BASE

PAINT STUCCO BASE; COLOR: 
FARROW & BALL ARCHIVE

NEW ASPHALT ROOF; 
WEATHERED GRAY

NEW RAISED STUCCO DETAIL 
COLOR: FARROW & BALL ARCHIVE

EXISTING STRUCTURE; TYP.

EXISTING STRUCTURE; TYP.

9'
 - 

8"
9'

 - 
4"

15
' -

 1
0"

A301
3

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

L

NEW STUCCO BASE; COLOR: 
FARROW & BALL ARCHIVE

EXISTING ALUMINUM 
WINDOWS TO REMAIN

NEW CAST STONE CORNICE; 
CASTING DESIGNS, INC. -
COLOR: #2116 TO MATCH 
ARCHIVE

NEW RAISED STUCCO DETAIL 
COLOR: FARROW & BALL ARCHIVE

METAL SILL FLASHING TO 
MATCH STUCCO BASE - TYP.

NEW CANOPY; SEE DETAILS ON 
SHEET 24 OF 27

ALUMINUM WINDOWS AND DOORS; 
COLOR: TRERON

METAL HEAD FLASHING; COLOR TO 
MATCH STUCCO BASE

EXISTING STRUCTURE; TYP.

4"
7"

2"
1"

1'
 - 

3"

2" 1" 5" 1"
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29 OF 31

WALL SECTIONS &
DETAILS

March 11, 2020

SCALE:  3/4" = 1'-0"2 WALL SECTION @ EAST FACADE
SCALE:  3/4" = 1'-0"1 WALL SECTION @ MAIN ENTRANCE

SCALE:  1 1/2" = 1'-0"3 WALL SECTION @ MAIN ENTRANCE - ENLARGED



GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

L

POOL PATIO
348

POOL PATIO

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

30 OF 31
4

EXISTING STRUCTURE; TYP.

STRUCTURAL INSULATION
6" CONCRETE; SEE STRUCT.

NEW POOL DECK TILE

WOVEN WIRE MESH TRELLIS/RAILING 
FOR POOL DECK; COLOR: TRERON -
SEE CIVIL

NEW PLANTER FOR TRELLIS SCREENING; 
DRAINABLE TOWARD MEETING ST.

(N
EW

 D
EP

TH
)

3'
 - 

0"

1"
2"

3'
 - 

0"
1'

 - 
0"

4'
 - 

0"
 (R

A
IL

IN
G

 H
EI

G
H

T)
6'

 - 
8"

PAINT STUCCO PILASTER; COLOR: 
FARROW & BALL ARCHIVE

2"
1"

3'
 - 

4"
1"

2"
2"

CUTOUT OF CONCRETE SIDEWALK 
WITHIN PROPERTY LINE TO PLANT 
CREEPING FIG ON GREEN WALL

PAINT EXISTING STUCCO BASE; COLOR: 
FARROW & BALL ARCHIVE

GREEN WALL BETWEEN 
COLUMNS UP TO 4' - 5"; 
SEE CIVIL - TYP.

4'
 - 

5"
 (C

RE
EP

IN
G

 F
IG

)

GARAGE LEVEL = -4' - 0"
(+9.00' MSL)

ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

H

I

RESTAURANT & BAR
349

RESTAURANT & BAR POOL PATIO
348
POOL PATIO

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

(C
EI

LI
N

G
)

8'
 - 

7"

10
"

8'
 - 

8"
 (C

EI
LI

N
G

)

4' - 1"

(N
EW

 D
EP

TH
)

3'
 - 

0"

3'
 - 

5"

30 OF 31
3

EXISTING STRUCTURE

EXISTING 2" TECTUM 
ROOF DECK PANELS; 
REPLACE AS NEEDED

NEW TPO ROOF

[No Slope]

FIBER CEMENT SOFFIT PANEL; 
COLOR: MATCH DIMITY 

EURO-WALL MULTI-SLIDE; SLIDING 
GLASS WALL SYSTEM; COLOR: WHITE

NEW POOL DECK TILE

EXISTING STRUCTURE; TYP.

CONCRETE; SEE STRUCT.

NEW POOL DECK TILE

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

EXISTING STRUCTURE

EXISTING 2" TECTUM 
ROOF DECK PANELS 
(REPLACE AS NEEDED)

NEW TPO ROOF

FIBER CEMENT SOFFIT PANEL

FIBER CEMENT TRIM; COLOR: 
MATCH STUCCO -  TYP.

2'
 - 

8"
8"

1'
 - 

0"

4'
 - 

4"

3'
 - 

5"

EXISTING BLOCKING
BLOCKING; TYP.

6" METAL STUD WALL

5/8" SHEATHING

NEW 3 COAT STUCCO ON 
LATH OVER DRAINAGE 
MAT; COLOR: DIMITY
AIR & MOISTURE BARRIER

NEW METAL COPING; COLOR 
TO MATCH STUCCO

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

L

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

GREEN WALL BETWEEN 
COLUMNS; SEE CIVIL - TYP.

PAINT EXISTING STUCCO 
BASE; COLOR: FARROW 
& BALL ARCHIVE

METAL PLANTER; COLOR: 
MATCH 
SCREENING/RAILING - SEE 
CIVIL

EXISTING STRUCTURE

STRUCTURAL INSULATION
6" CONCRETE TOPPING; SEE STRUCT.

NEW POOL DECK TILE

1' - 0"

WOVEN WIRE MESH TRELLIS/RAILING 
FOR POOL DECK; COLOR: 
CHARLESTON GREEN - SEE CIVIL

PAINT STUCCO PILASTER; COLOR: 
FARROW & BALL ARCHIVE
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30 OF 31

WALL SECTIONS &
DETAILS

March 11, 2020

SCALE:  3/4" = 1'-0"2 WALL SECTION @ EAST FACADE & POOL
SCALE:  3/4" = 1'-0"1 WALL SECTION @ RESTAURANT

SCALE:  1 1/2" = 1'-0"3 WALL SECTION @ RESTAURANT - ENLARGED
SCALE:  1 1/2" = 1'-0"4 WALL SECTION @ EAST POOL - ENLARGED



ENTRY LEVEL = 0' - 0"
(+13.00' MSL)

SECOND LEVEL = 6' - 3 1/2"
(+19.29' MSL)

THIRD LEVEL = 15' - 9 1/2"
(+28.77' MSL)

L

TRUSS BEARING = 25' - 1 1/2"
(+38.27' MSL)

EXISTING POOL DECK = 5' - 2 1/2"
(+19.29' MSL)

45.00°

8' - 5"

31 OF 31
3

STEEL PAINTED EYE PAD - SEE 
STRUCTURAL (SIMILAR DESIGN 
FROM PREVIOUS CANOPY) 
COLOR: TRERON

1" STEEL DOWN ROD 
(SIMILAR DESIGN FROM 
PREVIOUS CANOPY) 
COLOR: TRERON

EXISTING STEEL BACKPLATE AND EYE PAD - SEE 
STRUCTURAL FOR ALL CONNECTIONS; 
PRIME/PAINT TO MATCH TRERON (RELOCATE 
PER NEW CANOPY DIMENSIONS)

7'
 - 

6"

EXISTING STRUCTURE; TYP.

EXISTING STRUCTURE; TYP.

EXISTING 2X12 SOLID 
BLOCKING

EXISTING HSS4X4X3/8 STEEL COLUMN 
WITHIN METAL STUD WALL

ALUMINUM WINDOWS AND DOORS; 
COLOR: TRERON

11
' -

 6
"

1'
 - 

8"

2'
 - 

8"
8'

 - 
7"

4"

7'
 - 

6"
1'

 - 
8"

20' - 11"

PROPOSED SIGNAGE LOCATION

L4X4 CONTINUOUS STEEL FRAME, TOP AND 
BOTTOM; PRIMED/PAINTED TO MATCH 
TRERON

1/2" CONTINUOUS STEEL PLATE; 
PRIMED/PAINTED TO MATCH TRERON

1" STEEL DOWN ROD 
(SIMILAR DESIGN FROM 
PREVIOUS CANOPY)

EXISTING STEEL BACKPLATE AND EYE PAD - SEE 
STRUCTURAL FOR ALL CONNECTIONS; 
PRIME/PAINT TO MATCH STOREFRONT 
(RELOCATE PER NEW CANOPY DIMENSIONS)

8' - 3 1/2" 8' - 3 1/2"

1'
 - 

8"

1"

1/4" / 12"

4"
1'

 - 
0"

4"

PROPOSED SIGNAGE LOCATION

L4X4 CONTINUOUS STEEL FRAME, TOP AND 
BOTTOM; PRIMED/PAINTED TO MATCH 
TRERON

L4X4 CONTINUOUS STEEL FRAME, TOP AND 
BOTTOM; PRIMED/PAINTED TO MATCH 
TRERON

1/2" CONTINUOUS STEEL PLATE; 
PRIMED/PAINTED TO MATCH TRERON

1/2" CONTINUOUS STEEL PLATE; 
PRIMED/PAINTED TO MATCH TRERON

5/8" EXTERIOR SOFFIT SHEATHING W/ 
NEW RECESSED LIGHT FIXTURES; 
COLOR: DIMITY

METAL FRAMING TO SUPPORT 
CANOPY CEILING

STEEL PAINTED EYE PAD - SEE 
STRUCTURAL (SIMILAR DESIGN 
FROM PREVIOUS CANOPY)

1" STEEL DOWN ROD 
(SIMILAR DESIGN FROM 
PREVIOUS CANOPY)
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31 OF 31

CANOPY SECTIONS
& DETAILS

March 11, 2020

SCALE:  3/4" = 1'-0"1 WALL SECTION @ CANOPY

SCALE:  3/4" = 1'-0"2 EAST ELEVATION - ENLARGED CANOPY

SCALE:  3" = 1'-0"3 WALL SECTION @ CANOPY DETAIL





Agenda Item #

45 ROMNEY STREET 
TMS # 461-13-01-051

Request conceptual approval for renovation of existing metal warehouse building.

Not Rated / (East Central) / c. post 1955 / Height District:  /Historic Corridor District



VIEW FROM ROMNEY STREET

VIEW FROM CORNER OF ROMNEY & HANOVER

VIEW FROM CORNER OF HANOVER AND CONROY

VIEW FROM PARKING LOT

RUSH  DIXON  ARCHITECTS, LLC

45 ROMNEY STREET RENOVATIONS

Meeting Date: 03.11.20

(Conceptual BAR)

Page 1 of 10



Page 2 of 10
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0 5' 10' 20' 40'

SERVICE AREA

TENANT #1 
(2,857 SF)

JAN.

MEN
WOMEN

TENANT #2 
(2,030 SF)

TENANT #3 
(3734 SF)

FIRE 
RISER

COMMON 
(934 SF)

PROPOSED PARKING GARAGE

HANOVER STREET

RUSH  DIXON  ARCHITECTS, LLC

45 ROMNEY STREET RENOVATIONS

Meeting Date: 03.11.20

(Conceptual BAR)

Page 5 of 10



CORRUGATED METAL SIDING

Adjacent property - revelry Brewing

Concrete / Wood

shade Trellis

RUSH  DIXON  ARCHITECTS, LLC

45 ROMNEY STREET RENOVATIONS

Meeting Date: 03.11.20

(Conceptual BAR)

CONTEXT / PATTERNS / MATERIALS

Page 6 of 10



Graphics Graphics

HANOVER STREET 

CONROY STREET 

PROPOSED 
PARKING 
GARAGE

45 Romney

4 5  R O M N E Y4 5  R O M N E Y

12
'-6

"

4'
-0

"

11
'-3

"

RECLAIMED WOOD INFILL PANELS

EXISTING METAL ROOF TO REMAIN

NEW BRAKEMETAL FASCIA

NEW CORRUGATED 
METAL SIDING

POTENTIAL SIGNAGE 
(UNDER SEPARATE 
PERMIT)

BOARD-FORMED CAST-IN 
PLACE SITE WALLS
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Agenda Item #6

651 MEETING STREET
TMS # 463-16-02-061 

Request final approval of four-story building multifamily building utilizing 
masonry walls of existing structure.

Not Rated / (East Central) / c. 1902 / Height District:  / Historic Corridor District
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TREE TO BE REMOVED

DEMOLITION

LIMITS OF DISTURBANCE

1.  SEE LANDSCAPE PLANS FOR TREE REMOVAL
SUMMARY.
2.  ONLY TREES DESIGNATED ON THIS SHEET
FOR REMOVAL SHALL BE REMOVED.
3.  EROSION AND SEDIMENT CONTROLS AS
SHOWN ON SHEET C3.0 - EROSION CONTROL
PLAN SHALL BE INSTALLED PRIOR TO
BEGINNING DEMOLITION SHOWN ON THIS
SHEET AND ANY LAND DISTURBANCE.  SEE
SEQUENCE OF CONSTRUCTION ON SHEET C3.0
FOR ADDITIONAL INFORMATION.
4. MEETING STREET AND POINSETT STREET TO
REMAIN OPEN AT ALL TIMES.
5. COORDINATE WITH ARCHITECTURAL PLANS
AND BAR APPROVAL FOR WHAT CAN AND CAN
NOT BE REMOVED/DEMOLISHED FROM
EXISTING BID.
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MEETING STREET (70' R/W) U.S. HWY 52

POSTED SPEED LIMIT: 30MPH

POINSETT STREET (R/W VARIES) (CITY MAINTAINED)

SPEED LIMIT NOT POSTED

35' ROW

35' ROW

ROW VARIES

ROW VARIES

ROW VARIES

ROW VARIES

EX
IS

T.
TR

AN
SF

O
R

M
ER

PA
D

+/- 110' TO
 ADJACENT DRIVEW

AY
+/- 560' TO

 I-26 O
N-RAM

P

+/- 38' TO
 ADJACENT DRIVEW

AY
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HT DISTANCE = 420'

CLEAR SIGHT TRIANGLE

CLEAR SIG
HT TRIANG

LE

15.00

FUTURE TROLLY BARN PARKING LOT
(CITY PROJECT)

MILL 2" OF EXISTING ASPHALT AND
OVERLAY 2" TYPE C SURFACE COURSE

ASPHALT

PROPOSED ASPHALT PAVEMENT
(SEE DETAIL)

PROPOSED STAND UP CURB, TYP.
(SEE  DETAIL)

PROPOSED STAND UP CURB, TYP.
(SEE  DETAIL)

PROPOSED STAND UP CURB, TYP.
(SEE  DETAIL)

PROPOSED STOP SIGN
(SEE  DETAIL)

PROPOSED BIKE PARKING
(SEE  LANDSCAPE PLANS)

PROPOSED 24" STOP BAR
PATTERN

(SEE LANDSCAPE PLANS)

PROPOSED 24" STOP BAR TO BE
INSTALLED WITH WHITE THERMOPLASTIC
(SEE  DETAIL)

PROPOSED STOP SIGN
(SEE  DETAIL)

PROPOSED ADA SIGN, TYP.
(SEE LANDSCAPE PLANS)

4" PAINTED DOUBLE YELLOW
CENTERLINE (25 LF)

PROPOSED CISTERN
(SEE  DETAIL)

5' CONCRETE SIDEWALK
(SEE  DETAIL)

6' CONCRETE SIDEWALK
(SEE  DETAIL)

PROPOSED ADA RAMP
(SEE DETAILS)

PROPOSED ADA RAMP
(SEE DETAILS)

24" VALLEY GUTTER
(SEE DETAIL)

6' TRANSITION FROM STANDARD
24" VALLEY GUTTER TO TIE TO

EXISTING SIDEWALK

5' CONCRETE SIDEWALK,
(SEE DETAIL)

PROPOSED OYSTER SHELL
CONCRETE PAVEMENT

(SEE DETAIL)

PROPOSED TRANSFORMER PAD
(COORDINATE WITH UTILITY PROVIDER)

(SCREENING BY OTHERS)

PROPOSED ADA PARKING SPACE

EXISTING STREET LIGHTS TO BE PROTECTED
DURING CONSTRUCTION. CONTRACTOR
SHALL BE RESPONSIBLE FOR ANY DAMAGE
TO EXISTING THE STREET LIGHTS.

PATIO
(SEE LANDSCAPE PLANS FOR
PATIO HARDSCAPE DETAILS)

PROPOSED TWO-WAY TRAFFIC SIGN (SEE DETAIL)
TO BE INSTALLED IN PLANTED AREA BETWEEN

POINSETT ST. AND EXISTING BUILDING

5' CONCRETE SIDEWALK
(SEE  DETAIL)

PROPOSED PAVERS
(SEE LANDSCAPE PLAN)

PROPOSED DO NOT ENTER SIGN
(SEE DETAIL)

PROPOSED PAVERS
(SEE LANDSCAPE PLAN)
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C4.0

SITE PLAN

ALL IMPROVEMENTS WITHIN THE RIGHT OF WAY SHALL
BE CONSTRUCTED PER SCDOT STANDARD DETAILS
AND SPECIFICATIONS, LATEST EDITION AND REVISION.

DEVELOPMENT SUMMARY:

TMS: 463-16-02-061 - CITY OF CHARLESTON
ACREAGE: 0.61 AC.
ZONING: MU-1/WH
BUILDING COVERAGE: 30% - (0.186 AC. / 0.61 AC. = 30%)
SITE IMPERVIOUS: PRE-DEVELOPMENT: 96% (0.586 AC. / 0.61 AC.)

POST-DEVELOPMENT: 92% (0.562 AC. / 0.61 AC.)
HEIGHT LIMIT: 4 STORIES (SEC. 54-306. - HEIGHT DISTRICT 4)
PROPOSED BUILDING: 4 STORIES, 53'-4" HEIGHT

36,430 GROSS SF
BUILDING UNIT USES: 1 LABORATORY

5 LEASED UNITS
36 RESIDENTIAL UNITS
*NOTE: THERE ARE NO RETAIL AND/OR OFFICE
SPACES PROVIDED

SETBACKS: NOT REQUIRED (SEC. 54-301)
BUFFERS: NOT REQUIRED (SEC. 54-347.D.1, SEE PLANTING PLAN)

PARKING REQUIREMENTS
RESIDENTIAL: 36 SPACES (1 SPACE PER UNIT)
1ST FLOOR OFFICE (8773 SF): 15 SPACES (1 SPACE PER 600 SF)
1ST FLOOR CLASSROOM (1759 SF):18 SPACES (1 SPACE PER 100 SF)

PARKING REQUIRED: 69 SPACES

PARKING PROVIDED: 81 SPACES
ON-SITE REGULAR SPACES: 18
ON-SITE HANDICAP SPACES: 1
OFF-SITE SPACES: 62
(SEE TROLLEY BARN PARKING LOT AGREEMENT FOR OFF-SITE PARKING)

PARKING ISLANDS REQUIRED 4 (1 PER 5 SPACES)
PARKING ISLANDS PROVIDED 4

CITY OF CHARLESTON TRAFFIC AND STREET NAME SIGN STANDARDS

1. TRAFFIC SIGNS SHOULD BE DESIGNED AND PLACED IN ACCORDANCE
WITH THE LATEST REVISION OF THE 2009 MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES FOR STREETS AND HIGHWAYS (MUTCD), PUBLISHED
BY THE U.S. DEPARTMENT OF TRANSPORTATION.

2. NON-TRAFFIC RELATED SIGNS SHOULD BE APPROVED BY THE
DEPARTMENT OF TRAFFIC AND TRANSPORTATION.

3. REGULATORY, WARNING, AND GUIDE SIGNS SHALL BE FABRICATED WITH
ASTM INTERNATIONAL, FORMERLY AMERICAN SOCIETY FOR TESTING
AND MATERIALS, TYPE III (HIGH INTENSITY) OR GREATER
RETROREFLECTIVE SHEETING. UPON APPROVAL BY THE DEPARTMENT
OF TRAFFIC AND TRANSPORTATION PARKING SIGNS AND NONTRAFFIC
RELATED SIGNS MAY BE FABRICATED WITH ASTM TYPE I (ENGINEER
GRADE) OR GREATER MATERIAL.

4. STREET NAME SIGNS SHALL BE FABRICATED USING EXTRUDED
ALUMINUM BLADES 9” IN HEIGHT. THE MINIMUM LENGTH IS 24” WITH 48”
AS THE MAXIMUM. THE ACTUAL LENGTH OF THE BLADE WILL BE
DICTATED BY THE NUMBER OF LETTERS IN THE NAME.

5. THE STREET NAME COLOR SCHEME SHOULD BE WHITE ASTM TYPE III
LETTERING ON A GREEN BACKGROUND.

6. THE STREET NAME LETTER FONT (OR TYPEFACE) SHOULD BE FHWA
SERIES “C”; COMMONLY KNOWN AS HIGHWAY GOTHIC “C”.

7. ALL STREET NAMES ARE TO CONSIST OF 6” UPPER-CASE LETTERS WITH
4.5” LOWER-CASE LETTERS. THE STREET DESIGNATIONS, E.G., ST, RD,
DR, CIR, PKWY, AVE, BLVD ARE TO BE 50% SUPERSCRIPT.

8. THE STREET NAME, INCLUDING THE SUPERSCRIPT DESIGNATION, SHALL
BE CENTERED VERTICALLY AND HORIZONTALLY ON THE BLADE.

9. THE SPACING FROM THE BLADE EDGE TO THE BEGINNING AND END OF
THE STREET NAME, INCLUDING THE SUPERSCRIPT DESIGNATION,
SHOULD BE A MINIMUM OF 2".

10. STREET NAME SIGNS SHOULD BE MOUNTED WITH A VERTICAL
CLEARANCE OF AT LEAST 8’ MEASURED FROM THE BOTTOM OF THE
SIGN TO THE NEAR EDGE OF THE PAVEMENT. ALL OTHER SIGNS SHALL
BE MOUNTED AT LEAST 7’ FROM THE BOTTOM OF THE SIGN TO THE
NEAR EDGE OF THE PAVEMENT, EXCEPT WHEN A SUPPLEMENTAL
PLAQUE OR SECONDARY SIGN IS PERMITTED.

11. IF A SUPPLEMENTAL PLAQUE OR SECONDARY SIGN IS PERMITTED TO BE
MOUNTED ON THE SAME ASSEMBLY AS ANOTHER SIGN, THE MAJOR
(MOST IMPORTANT) SIGN SHALL BE INSTALLED ABOVE THE
SUPPLEMENTAL PLAQUE OR SECONDARY SIGN. THE MINIMUM HEIGHT
FROM THE BOTTOM OF THE SUPPLEMENTAL PLAQUE OR SECONDARY
SIGN TO THE NEAR EDGE OF THE PAVEMENT SHALL BE 6’.

12. THE MINIMUM LATERAL OFFSET FOR INSTALLED SIGNS SHOULD BE 2’
MEASURED FROM THE NEAREST SIGN EDGE TO THE PAVEMENT EDGE
(OR THE FACE OF CURB). A MINIMUM OFFSET OF 1’ FROM THE FACE OF
THE CURB MAY BE USED IN AREAS WHERE SIDEWALK WIDTH IS LIMITED
OR WHERE EXISTING POLES ARE CLOSE TO THE CURB.

13. ALL TRAFFIC SIGN POSTS SHOULD BE SECURELY INSTALLED AT LEAST 2’
IN THE GROUND. TRAFFIC SIGN POSTS SHOULD BE GREEN, 3 LBS/FT
STEEL U-CHANNEL POSTS, BREAKAWAY, AND 12’ IN LENGTH EXCEPT
FOR STREET NAME SIGN POSTS.

14. ALL STREET NAME POSTS SHOULD BE ROUND, 2 3/8” OD, BREAKAWAY,
ALUMINUM OR STEEL, AND AT LEAST 10’ IN LENGTH.

SITE NOTES

1. ALL DIMENSIONS ARE FACE OF CURB TO FACE OF CURB, UNLESS
OTHERWISE NOTED.

2. ALL PUBLIC AREAS ARE TO BE ADA ACCESSIBLE.
3. SIGHT DISTANCE VISIBILITY AT ALL EXITS AND/OR INTERSECTIONS TO

BE MAINTAINED IN ACCORDANCE WITH SCDOT ACCESS AND ROADSIDE
MANAGEMENT STANDARDS MANUAL.

4. CONTRACTOR TO REFER TO THE MOST CURRENT EDITION OF THE
SCDOT STANDARD DRAWINGS WHEN PERFORMING WORK WITHIN THE
SCDOT RIGHT-0F-WAY.

5. ANY FIELD CHANGES WITHIN SCDOT R/W OR CHANGES THAT WOULD
IMPACT SCDOT R/W WILL REQUIRE WRITTEN SCDOT APPROVAL PRIOR
TO CHANGES BEING IMPLEMENTED IN THE FIELD.

6. ANY EXISTING SIDEWALK WITHIN THE SCDOT R/W OR OTHERWISE THAT
IS DAMAGED DURING CONSTRUCTION IS TO BE REPLACED TO SCDOT
SPECIFICATIONS.

SEE C4.1 - DIMENSION PLAN FOR DIMENSIONS

WORKFORCE HOUSING NOTE:

A FEE IN LIEU WILL BE PAID TO THE CITY IN LIEU OF PROVIDING
THE NUMBER OF REQUIRED WORKFORCE HOUSING UNITS

ADA NOTES:
· THE PUBLIC RIGHT-OF-WAY MUST REMAIN ADA COMPLIANT DURING

CONSTRUCTION OR AN ALTERNATIVE ROUTE MUST BE PROVIDED.
· IT IS THE OWNER'S RESPONSIBILITY TO REPAIR ALL DAMAGED

SIDEWALKS TO REINSTATE AN ADA ACCESSIBLE ROUTE.
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C4.1

DIMENSION PLAN

ALL IMPROVEMENTS WITHIN THE RIGHT OF WAY SHALL
BE CONSTRUCTED PER SCDOT STANDARD DETAILS
AND SPECIFICATIONS, LATEST EDITION AND REVISION.

SITE NOTES

1. ALL DIMENSIONS ARE FACE OF CURB TO FACE OF CURB, UNLESS
OTHERWISE NOTED.

2. ALL PUBLIC AREAS ARE TO BE ADA ACCESSIBLE.
3. SIGHT DISTANCE VISIBILITY AT ALL EXITS AND/OR INTERSECTIONS TO

BE MAINTAINED IN ACCORDANCE WITH SCDOT ACCESS AND ROADSIDE
MANAGEMENT STANDARDS MANUAL.

4. CONTRACTOR TO REFER TO THE MOST CURRENT EDITION OF THE
SCDOT STANDARD DRAWINGS WHEN PERFORMING WORK WITHIN THE
SCDOT RIGHT-0F-WAY.

5. ANY FIELD CHANGES WITHIN SCDOT R/W OR CHANGES THAT WOULD
IMPACT SCDOT R/W WILL REQUIRE WRITTEN SCDOT APPROVAL PRIOR
TO CHANGES BEING IMPLEMENTED IN THE FIELD.

6. ANY EXISTING SIDEWALK WITHIN THE SCDOT R/W OR OTHERWISE THAT
IS DAMAGED DURING CONSTRUCTION IS TO BE REPLACED TO SCDOT
SPECIFICATIONS.

ADA NOTES:
· THE PUBLIC RIGHT-OF-WAY MUST REMAIN ADA COMPLIANT DURING

CONSTRUCTION OR AN ALTERNATIVE ROUTE MUST BE PROVIDED.
· IT IS THE OWNER'S RESPONSIBILITY TO REPAIR ALL DAMAGED

SIDEWALKS TO REINSTATE AN ADA ACCESSIBLE ROUTE.
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C 2019

3/1/2020 9:06:57 PM

651 Meeting St
Charleston, SC

02-28-2020

COMMENTS RESPONSES

09

APPLICANT RESPONSES

1. The tracks being eliminated.

2. The stop bar is already a poured in place contrasting material so no changes were required 
to satisfy the comment. We are using white Portland cement with clear recycled glass. See 
Sheet L-2.3.

3. We agree with comment 3

4. The brick band on the gable roof have been eliminated. The brick gable now matches the 
brick on W. side.

5. We agree with comment 5

6. We agree with comment 6

7. Flood vents will shows on the elevation.

8. We are thinking the ACBA does not have any stone element on their building. And, the cap 
will be on the 20ft high wall, which will not be seen form ground level. We are asking a 
varience on this comment. 

9. We agree with comment 9.

10. The drawing of mock-up wall being added.

STAFF COMMENTS

1. Trolley tracks should be coordinated with the original door openings, although staff is 
comfortable with the tracks being eliminated. 

2. The “Stop Bar” should be done in contrasting paving. 

3. The material and details of the brick wall at the street should exactly the Trolley Barn wall. 

4. The photo on sheet 24 is not convincing as it shows a metal gable. If it was a gable it 
would have been brick similar to the W. side. If it remains a brick gable we feel the band of 
brick around the perimeter should be eliminated to simplify. 

5. The addition should be symmetrical to the original building below. 

6. Simplify the color palette to one gray color (#4 and #5 of the sample board) and have 
the storefront match that color. 

7. Include any floor panel details if flood panels are required. 

8. Detail 5/31 would be best as a stone cap rather than a metal cap. 

9. Signage to be reviewed separately by staff. 

10. Include mock-up details at the next review. 

PREVIOUS PERSPECTIVE PROPOSED PERSPECTIVE
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PROPERTY LINE

CISTERN

EXISTING BUILDING

TRANSFORMER PAD
(SCREENING BY OTHERS)

S9

S7

OYSTER SHELL CONCRETE
(SEE CIVIL DETAILS)

S2

S2

P6

P8

P7

P7

HANDRAIL (BY OTHERS)

HANDRAIL (BY
OTHERS)

PEDESTRIAN CONNECTION
TO MEETING STREET

TIE WALL INTO EXISTING COLUMN

STOP BAR; SEE CIVIL DETAILS

0 2.5 5 10
SCALE: 1" = 5' L-1.1

HARDSCAPE
PLAN

S

E

W

N

HARDSCAPE SCHEDULE

SITE FURNISHINGS (S)
KEY: ITEM: DETAIL(S):

BACKLESS
BENCH 1, L-2.1

BACKED BENCH 2, L-2.1

TRASH +
RECYCLING 3, L-2.1

BIKE RACK 4, L-2.1

JESSIE WORK
STATION 5, L-2.1

CHARGING
STATION 6, L-2.1

SORELLA
PLANTER 7, L-2.1

MULTIPLICITY
PATH LIGHT 8, L-2.1

LIGHTPOLE 9, L-2.1

S1

S2

S3

S4

S5

S6

S7

S8

S9

PAVING (P)
KEY: ITEM: DETAIL(S):

PEDESTRIAN
BRICK PAVER

BAND
1,2, L-2.3

CONCRETE
BANDING IN

PLAZA
3, L-2.3

VEHICULAR
BRICK PAVERS 4, L-2.3

OYSTER SHELL
CONCRETE IN

PLAZA
5, L-2.3

PEDESTRIAN
BRICK PAVERS 7, L-2.3

DETECTABLE
WARNING
PAVERS

8, L-2.3

STOP BAR
PAVING 9, L-2.3

P1

P2

P3

P4

P1

P2

P3

P4

P1

P2

P3

P4

P6

P7

P8

SITE ELEMENTS (E)
KEY: ITEM: DETAIL(S):

BRICK
CHEEK/SEAT

WALL
1, L-2.2

STAIRS 2, 9, L-2.2

BRICK WALL AT
PARKING LOT 3, 4, 5, L-2.2

WHEEL STOPS 7, L-2.2

CONCRETE
WALL WITH
BRICK CAP

6, L-2.2

PLINTH 10, L-2.2

HANDICAP
PARKING SIGNS 8, L-2.2

E1

E2

E3

E4

E5

E6

E7
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0 5 10 20
SCALE: 1" = 10'S

E

W

N

PARTIAL PLAZA ENLARGEMENT

PARKING ISLAND TREE REQUIREMENT: MIN. 1 LANDSCAPE ISLAND (9'X18') FOR EVERY 5 PARKING SPACES.
EACH PARKING ROW SHALL TERMINATE WITH LANDSCAPE ISLANDS AND NO MORE THAN 12 PARKING SPACES

SHALL BE PERMITTED IN A CONTINUOUS ROW WITHOUT BEING INTERRUPTED BY A LANDSCAPE ISLAND.

PARKING ISLAND TREES REQ'D. PARKING ISLAND TREES PROVIDED

19 PARKING SPACES
PROVIDED 4 4
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MANUFACTURER LANDSCAPE FORMS

PRODUCT MULTIPLICITY BENCH

WEBSITE https://www.landscapeforms.com/
en-US/product/Pages/MultipliCIT

Y-Bench.aspx

MATERIAL METAL + IPE

COLOR SILVER

FINISH SILVER

MOUNTING SURFACE MOUNT - MOUNT
PER MANUFACTURER'S

SPECIFICATIONS

REMARKS STRAIGHT BACKLESS

QUANTITY 5

MANUFACTURER LANDSCAPE FORMS

PRODUCT MULTIPLICITY LITTER

WEBSITE https://www.landscapeforms.com/
en-US/product/Pages/MultipliCIT

Y-Litter.aspx

COLOR SILVER

MOUNTING EMBEDDED - MOUNT PER
MANUFACTURER'S
SPECIFICATIONS

REMARKS DOUBLE LITTER - 1 TRASH, 1
RECYCLING

QUANTITY 8

MANUFACTURER LANDSCAPE FORMS

PRODUCT MULTIPLICITY BIKE RACK

WEBSITE https://www.landscapeforms.com/
en-US/product/Pages/MultipliCIT

Y-Bike-Rack.aspx

COLOR SILVER WITH IPE

MOUNTING SURFACE MOUNT PER
MANUFACTURER'S
SPECIFICATIONS

QUANTITY 3

MANUFACTURER LANDSCAPE FORMS

PRODUCT JESSIE RAIL

WEBSITE https://www.landscapeforms.com/
en-US/product/Pages/Jessie-Rail.

aspx

COLOR SILVER

FINISH SILVER

MOUNTING SURFACE MOUNT - MOUNT
PER MANUFACTURER'S

SPECIFICATIONS

REMARKS 12" WIDE BAR TOP WITH BACK
REST

QUANTITY 2

MANUFACTURER LEGRAND/LANDSCAPE FORMS

PRODUCT CHARGING STATION WITH
ACCENT LIGHT

WEBSITE https://www.landscapeforms.com/
en-US/product/Pages/Charging-S

tation-with-Accent-Light.aspx

MATERIAL ALUMINUM

COLOR SILVER

FINISH POWDERCOATED METAL

MOUNTING SURFACE MOUNT - MOUNT
PER MANUFACTURER'S

SPECIFICATIONS

REMARKS 1G1U POWER MODULE

QUANTITY 2

MANUFACTURER LANDSCAPE FORMS

PRODUCT SORELLA PLANTER

WEBSITE https://www.landscapeforms.com/
en-US/product/Pages/Sorella-Pla

nters.aspx

COLOR SILVER

FINISH SILVER

MOUNTING SURFACE MOUNT - MOUNT
PER MANUFACTURER'S

SPECIFICATIONS

REMARKS 30" X 30" X 15"

QUANTITY 1

MANUFACTURER LANDSCAPE FORMS

PRODUCT MULTIPLICITY PATH LIGHT

WEBSITE https://www.landscapeforms.com/
en-US/product/Pages/MultipliCIT

Y-Path-Light.aspx

MATERIAL CAST ALUMINUM

COLOR SILVER

FINISH SILVER

MOUNTING SURFACE MOUNT - MOUNT
PER MANUFACTURER'S

SPECIFICATIONS

QUANTITY 12

MANUFACTURER LANDSCAPE FORMS

PRODUCT MULTIPLICITY BENCH

WEBSITE https://www.landscapeforms.com/
en-US/product/Pages/MultipliCIT

Y-Bench.aspx

MATERIAL METAL + IPE

COLOR SILVER

FINISH SILVER

MOUNTING SURFACE MOUNT - MOUNT
PER MANUFACTURER'S

SPECIFICATIONS

REMARKS STRAIGHT BACKED RIGHT
TABLET ARM

QUANTITY 6

MANUFACTURER HESS LIGHTING

PRODUCT AVALON POLE MOUNTED
LUMINAIRE

WEBSITE https://www.hessamerica.com/Pro
ducts/Lighting/Pole_Mounted_Lu

minaire/AVALON/

MATERIAL STEEL

FINISH SILVER GREY METALLIC

MOUNTING MOUNT PER
MANUFACTURER'S
SPECIFICATIONS

QUANTITY 3

1 MULTIPLICITY BENCH - BACKLESS S1 S3 S4MULTIPLICITY TRASH + RECYCLING3 MULTIPLICITY BIKE RACK4

JESSIE WORK STATION5 7 SORELLA PLANTER

12 INTENTIONALLY BLANK

S6S5 S7 S8

S10S9 S11 S12



1'-
4"

BRICK CAP

BRICK TO MATCH BUILDING;
3
8" MORTAR JOINTS

CMU GROUT FILLED JOINTS

#5 REBAR @ 16"O.C.

EXPANSION JOINT

FINISH GRADE

4" RAMP (HEIGHT VARIES)

COMPACTED SUBGRADE

CONCRETE FOOTING WITH
#5 REBAR CONT, AS SHOWN
& 3 TIES @ 12" O.C.

0'-
4"

1'-
0"

1'-11 5/8"

0'-
6"

1'-4"

0'-3"

#4 DOWEL @ 12"O.C.

EXPANSION JOINT

FINISH GRADE

EXPANSION JOINT

LIGHTLY SANDBLASTED 3"
STRIP ON EDGE OF TREAD

#3 REBAR @ 18" O.C. CONT.
W/ #3 TIES @ 24" O.C.

3 RISERS

NOTE: SEE DETAIL 9 FOR STEP ELEVATION AT PLAZA.

0'-6"

0'-
6"

5'-11 1/4"

ROWLOCK BRICK CAP

BRICK WALL TO MATCH
EXISTING WALL (SEE SECTION)

1'-
6"

STREET NUMBERS
(SEE DETAIL)

1'-6 5/8"

0'-1 1/2"

0'-
4"

3'-
7 7

/16
"

0'-
3 7

/8"

2'-
11

 9/
16

"

4" CONCRETE CAP

BRICK COLUMN TO MATCH
EXISTING COLUMN (SEE PLAN
FOR COLUMN LOCATIONS)

FINISH GRADE

1'-3 5/8"

2'-
11

 9/
16

"

0'-10"

0'-
10

 5/
8"

0'-
8"

2'-0"

BRICK CAP

STRETCHER BOND

#2 REBAR @24"
O.C. OVERLAP
SPLICES 12" MIN.

FINISH GRADE

#4 REBAR AS SHOWN CONT.
W/ #3 TIES @ 24" O.C.

CONCRETE FOOTER

COMPACTED SUBGRADE

BRICK TO MATCH EXISTING WALL

1'-0" AP
PR

OX
1'-

6"
 (V

AR
.)

AP
PR

OX
1'-

6"
 (V

AR
.)

1'-4"

1'-
0"

3'-0"

1'-
0"

EXPANSION JOINT

4" CONCRETE

SEE GRADING PLAN
FOR T.O.W. ELEVATION

BRICK CAP

CONCRETE FOOTING

EXPANSION
JOINT

EXISTING SLAB. CUT &
PATCH AS NEEDED

FOR SMOOTH EDGE

BOARD FORMED CONCRETE
SEAT/RETAINING WALL

FILTER FABRIC

0'-8"

NON-COHESIVE
GRANULAR BACKFILL

1" WEEP
HOLE; FORM

W/ OILED
STEEL BAR

#4 REBAR, AS
SHOWN (CONT.) W/
#3 TIES @ 24"O.C.

#4 REBAR @24" O.C.
W/ #3 TIES @12" O.C.

9'-0"

4'-0"

3'-6"

2'-
0"

1'-6"

9X18 PARKING SPACE
(SEE PLAN)

CORTEN STEEL WHEEL
STOP (SEE DETAIL)

BRICK BANDING
TO DELINEATE
PARKING SPACE

0'-
2"

0'-2"

1'-4"

1'-0"

5'-
4"

6'-
0"

6'-
8" 5'-

0"

1'-
6"

BRICK SEAT WALL
(SEE DETAIL)

16 GAUGE PERFORATED
STEEL SHEET W/ 38" HOLES
@ 12" CENTERS; PAINT TO
MATCH SITE FURNISHINGS

0'-
8"

12" X 18" R7-8 HANDICAP
PARKING SIGN

2 ALUMINUM RIVETS IN SIGN

4 - 14" STAINLESS STEEL
BOLTS WITH ANCHORS IN
WALL WITH WASHER

NOTES:
1. SIGN SHALL BE FABRICATED AND INSTALLED IN

ACCORDANCE WITH FEDERAL HIGHWAY ADMINISTRATION
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES AND
SCDOT STANDARD SPECIFICATIONS (SIGN #R7-8 AND R7-8P).

2. SIGN SHALL BE 0.080" THICK ALUMINUM WITH APPLIED
REFLECTIVE SHEETING IN ACCORDANCE WITH HSCDOT
STANDARD SPECIFICATIONS.

2" LETTERING (GREEN)

WHITE BACKGROUND

BORDER STRIP (GREEN)

WHITE SYMBOL

BLUE BACKGROUND

R7-8P VAN ACCESSIBLE SIGN

0'-
6"

13'-8" 13'-8" 13'-8"

1'-4"

BOLLARD AT
TRANSITION

STEPS DIE INTO SLOPE

LIGHT BROOM
FINISH PLAIN
CONCRETE

3.25% SLOPE

LIGHT SANDBLAST
ON 3" EDGE OF
TREAD

2'-
2 3

/4"

4X8 MODULAR PINE HALL
BRICK (COLOR: PATHWAY
RED); SET ON MORTAR BED
W/ 12 MORTAR JOINTS

BOARD FORMED CONCRETE

STEPS (SEE PLAN
AND DETAILS)

3'-4"

3'-4"

3'-
0"

PLAN VIEW CAP

0'-
8 3

/4"
0'-

8"

3'-0"

3'-4"

0'-
8"

EXPANSION JOINT
0'-

4"

PINE HALL BRICK
(COLOR: PATHWAY RED)

4" CONCRETE SLAB

FILL VOID WITH COMPACTED
SOIL/RUBBLE

#4 REBAR VERT. WITH
#3 TIES AT 12" O.C.

STEPS
(SEE PLAN)

BUILDING

#4 REBAR AT 12" O.C. B.W.

CONCRETE FOOTING

#3 DOWEL

SECTION/ELEVATION

SECTION

S.S. BOLT W/ CONC.
ANCHOR @ 8" O.C.

5" CONCRETE SLAB

4"X4" CORTEN TUBING

FILL ENDS WITH
MORTAR; RUB SMOOTH

4'-0"

S.S. BOLT W/ CONC.
ANCHOR @ 8" O.C.

4" X 4" CORTEN TUBING
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1 E1 E3 E33 4

5 7E5E3 E4 E7

E2STEP ELEVATION AT PLAZA

WHEEL STOPBOARD FORMED CONC. WALL HANDICAP PARKING SIGNSTREET NUMBERS ON BRICK WALL

BRICK WALL @ PARKING - ELEVATIONCONCRETE STAIRS BRICK WALL @ PARKING - SECTIONBRICK SEAT WALL SCALE: 1 12" = 1'-0"

MANUFACTURER ARCHITECTURAL NUMBERS

WEBSITE http://www.architecturalnumbers.c
om/index_23.php?catID=23&file=

HN-Styles5.htm

STYLE DEEP RIBBON

FINISH CLEAR ANODIZED

MOUNTING MOUNT WITH SPACERS PER
MANUFACTURER'S
SPECIFICATIONS

REMARKS 651 @ 18" HEIGHT

SCALE: 34  = 1'-0"

SCALE: 34  = 1'-0"

SCALE: 1" = 1'-0" SCALE: 1" = 1'-0"

SCALE: 12" = 1'-0"

SCALE: 1 12" = 1'-0"

SCALE: 34  = 1'-0"

NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION.
NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. MATCH
STREET SIDE ELEVATION OF EXISTING WALL AT COLLEGE OF THE BUILDING ARTS.

NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION.

NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION.

SCALE: 38 " = 1'-0" E6SCALE: 34 " = 1'-0"

NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. MATCH
STREET SIDE ELEVATION OF EXISTING WALL AT COLLEGE OF THE BUILDING ARTS.



CONCRETE PAVING

4X12 PINE HALL BRICK (SEE
COLOR SELECTION ABOVE); BUTT
JOINTS SWEPT WITH GRANITE
FINES

BUILDING

BORCON LIP

PLANTING

2'-0"

0'-
3 1

/4"

0'-
4"

0'-
1"

0'-
4"

PINE HALL BRICK PAVER
(SEE COLOR SELECTION)

CONCRETE PAVING

0'-
1"

0'-
4"

0'-
2"CONCRETE SLAB

COMPACTED SUBGRADE

1
4" X 6" BORCON EDGING
W/ 15" STAKES

PLANTING BED

END CONDITION AT PLANTING

SECTION

1'-4"

0'-
4"

OYSTER SHELL CONCRETE
IN PLAZA (SEE DETAIL)

LIGHT BROOM FINISH PLAIN CONCRETE.
DIRECTION OF BROOM STROKES TO BE
PARALLEL WITH LENGTH OF BANDING.

SLIGHTLY EASE EDGES AT COLD JOINTS

6X6 WOVEN WIRE MESH

COMPACTED SUBGRADE

1
2" EXPANSION JOINT AT WALLS, STEPS, AND COLD
JOINTS AS SHOWN. CAULK WITH VULKHEM 116
POLYURETHANE SEALANT FLUSH WITH CONCRETE.

NOTE: INSTALL EXPANSION JOINTS AND CONTROL
JOINTS (1

4" X 1") AS PER PLAN.

5'-0"

0'-
5"

PINE HALL 4"X12" BRICK (COLOR:
PATHWAY RED); FLUSH JOINTS, SWEEP
JOINTS WITH DECOMPOSED GRANITE

1" SAND LEVELING COURSE

5" OYSTER SHELL CONCRETE
PARKING AREA (SEE CIVIL
DETAILS)

6" COMPACTED AGGREGATE BASE

COMPACTED SUBGRADE

#2 OYSTER SHELL CONCRETE;
DISTRIBUTE UNIFORMLY

1
4" X 1" CONTROL JOINT

0'-
4"

1
2" EXPANSION JOINT AT WALLS,
STEPS, AND COLD JOINTS.
CAULK WITH VULKHEM 116
POLYURETHANE SEALANT
FLUSH WITH CONCRETE.

6X6 WOVEN WIRE MESHNOTE: INSTALL EXPANSION JOINTS AND
CONTROL JOINTS AS PER PLAN.

5'-0"

0'-6"

0'-
1"

0'-
4"

4"X12"X2 14" PINE HALL
BRICK (COLOR: PATHWAY
RED)

STANDING CURB
(SEE CIVIL DETAILS)

PARKING LOT; OYSTER
SHELL CONCRETE (SEE
CIVIL DETAILS)

1" SAND LEVELING
COURSE

4" COMPACTED
AGGREGATE BASE

COMPACTED SUBGRADE

2'-
0"

5'-0"

PINE HALL ADA PAVERS 4" X 8" X 2 14 "

PLAN

SECTION

0'-
4"

0'-
1"

PINE HALL ADA PAVERS 4" X 8" X 2 14 "
4" COMPACTED AGGREGATE BASE
COMPACTED SUBGRADE

CURB RAMP DOWN

8'-0"

2'-
0"

8'-0"

USE WHITE PORTLAND CEMENT FOR WHITE CONCRETE
WITH CLEAR RECYCLED GLASS BROADCAST EVENLY
ACROSS SURFACE. LIGHTLY TROWEL CONCRETE AND
THEN LIGHTLY GRIND AFTER 7 DAYS.

6" CONCRETE
EXPANSION JOINT, TYP.

L-2.3

HARDSCAPE
DETAILS
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P4 P6 P7

E10P8 E11 E12STOP BAR PAVING

DETECTABLE WARNING PAVERS

SCALE: 12" = 1'-0" SCALE: 1 12"  = 1'-0"

SCALE: 3" = 1'-0"CONCRETE BANDING IN PLAZAPEDESTRIAN BRICK PAVER BAND - SECTION VEHICULAR BRICK PAVERSPEDESTRIAN BRICK PAVER BAND - PLAN

PEDESTRIAN BRICK PAVERSOYSTER SHELL CONCRETE IN PLAZA

MANUFACTURER PINE HALL BRICK

PRODUCT 4" X 12" BRICK PAVER

WEBSITE https://www.pinehallbrick.com/pro
duct/pathway-red-2/

COLOR PATHWAY RED

ORIENTATION SEE HARDSCAPE PLAN

MANUFACTURER PINE HALL BRICK

PRODUCT 4" X 12" BRICK PAVER

WEBSITE https://www.pinehallbrick.com/pro
duct/pathway-red-2/

COLOR PATHWAY RED

ORIENTATION SEE HARDSCAPE PLAN

PATTERN RUNNING BOND

MANUFACTURER PINE HALL BRICK

PRODUCT ADA TRUNCATED DOME
PAVER

WEBSITE https://www.pinehallbrick.com/pro
duct/ada-truncaded-paver/

COLOR PATHWAY RED

PATTERN HERRINGBONE

PRODUCT CHROMIX P ADMIXTURES FOR
COLOR-CONDITIONED

CONCRETE

WEBSITE http://www.scofield.com/tdbpdf/col
orchart/CHROMIX-P-Web-Card_0

22819.pdf

COLOR COOL GRAY

SCALE: 34" = 1'-0"

SCALE: 3" = 1'-0"

MANUFACTURER PINE HALL BRICK

PRODUCT 4" X 12" BRICK PAVER

WEBSITE https://www.pinehallbrick.com/pro
duct/pathway-red-2/

COLOR PATHWAY RED

ORIENTATION SEE HARDSCAPE PLAN

PATTERN RUNNING BOND

SCALE: 1"  = 1'-0"

NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION.

NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION. NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION.

NOTE: THIS DETAIL IS CONCEPTUAL IN NATURE AND SUBJECT TO MODIFICATION.
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L-3.0

RENDERED
LANDSCAPE
PLAN
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PARTIAL PLAN ENLARGEMENT



TREES CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING REMARKS
QUEV 3 Quercus virginiana / Southern Live Oak 2.5" CAL 10`-12` 6`-8` AS SHOWN FWF, SP

QUEV-4 6 Quercus virginiana / Southern Live Oak 4" CAL 16`-18` 4`-6` AS SHOWN FWF, SP

ULMA 12 Ulmus parvifolia `Allee` / Allee Lacebark Elm 3.5" CAL 14`-16` 4`-6` AS SHOWN FWF, SP

ULMP 2 Ulmus parvifolia / Chinese Elm 4" CAL 16`-18` 4`-6` AS SHOWN FWF, SP

PALM TREES CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING REMARKS
SABP 9 Sabal palmetto / Cabbage Palmetto B & B 12`-14` 12` AS SHOWN 1/4" Booted, FWF, SP

SHRUBS CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING SPACING REMARKS
HESP 1 Hesperaloe parviflora / Red Yucca 3 GAL 24"-36" 24"-36" AS SHOWN 30" o.c.

GRASSES CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING SPACING REMARKS
MUHL 46 Muhlenbergia filipes / Sweetgrass 3 GAL 18"-24" 18"-24" 36" 36" o.c. FWF, SP

SHRUB AREAS CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING SPACING REMARKS
EQHY 7 sf Equisetum hyemale / Horsetail Reed Grass 1 gal 18"-24" 18"-24" 18" O.C. 18" o.c.

GROUND COVERS CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING SPACING REMARKS
DITA 81 Dianella tasmanica `Variegata` / Variegated Flax Lily 1 GAL 8"-12" 8"-12" 24" 24" o.c. FWF, SP

TULV 109 Tulbaghia violacea / Society Garlic 1 GAL 6"-10" 6"-10" 18" 18" o.c. FWF, SP

EX
IS

T.
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AN

SF
ORMER

PA
D

CHH

UP

UP

1699 SF
TENANT1

2154 SF
TENANT 5

1531 SF
TENANT 3

1941 SF
TENANT 2

106 SF
UTILITY

321 SF
B.O.H

1759 SF
LABORATORY

1448 SF
TENANT 4

305 SF
LOBBY

(23) DITA

(4) EQHY

(34) TULV

(6) TULV

LIGHTPOLE, TYP.

TRANSFORMER PAD
(SCREENING BY OTHERS)

LIGHTPOLE, TYP.

(51) TULV

(18) TULV

TREES TO BE PLANTED IN FRONT OF
COLLEGE OF THE BUILDING ARTS PER

AGREEMENT WITH THE COLLEGE. FINAL
LOCATION SUBJECT TO CHANGE.

APPROXIMATE DRIVE/VERGE LOCATION

(42) DITA

(16) DITA

L-3.1

LANDSCAPE
PLAN

PLANT SCHEDULE FOR SHEET L3.1
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R

Know what's below.
before you dig.Call

FWF

SP

TF

MS

CAL

GAL

EGG

B&B

CON

BR

ESP

FULL WELL FORMED

SPECIMEN MATERIAL

TREE FORM HABIT

MULTI-STEMMED TRUNK

TRUNK CALIPER

GALLON CONTAINER

EGG CAN CONTAINER

BALLED AND BURLAPPED

CONTAINERIZED MATERIAL

BARE ROOT MATERIAL

ESPALIER

MATERIAL

0 5 10 20
SCALE: 1" = 10'S

E

W

N

PROVIDED MITIGATION (REQUIRED 64" PER BZA APPROVAL NOVEMBER 7, 2018)

TREE TYPE AMOUNT
PROPOSED

TREE CALIPER PROVIDED INCHES REMAINING INCHES

LIVE OAK (FULL) 2 4" 8

LIVE OAK
(PARTIAL) 6 4" - 2.5" = 1.5" 6

CHINESE ELM 2 4" 8

LACEBARK ELM 12 3.5" 42

64 0

= FULL MITIGATION TREE (TOTAL PROVIDED: 16)

MITIGATION SUMMARY

= PARTIAL MITIGATION TREE (TOTAL PROVIDED: 6)

SEE SHEET L-3.1
FOR PARKING LOT
LANDSCAPE PLAN



TREES CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING REMARKS
QUEV 3 Quercus virginiana / Southern Live Oak 2.5" CAL 10`-12` 6`-8` AS SHOWN FWF, SP

QUEV-4 6 Quercus virginiana / Southern Live Oak 4" CAL 16`-18` 4`-6` AS SHOWN FWF, SP

ULMA 12 Ulmus parvifolia `Allee` / Allee Lacebark Elm 3.5" CAL 14`-16` 4`-6` AS SHOWN FWF, SP

ULMP 2 Ulmus parvifolia / Chinese Elm 4" CAL 16`-18` 4`-6` AS SHOWN FWF, SP

PALM TREES CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING REMARKS
SABP 9 Sabal palmetto / Cabbage Palmetto B & B 12`-14` 12` AS SHOWN 1/4" Booted, FWF, SP

SHRUBS CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING SPACING REMARKS
HESP 1 Hesperaloe parviflora / Red Yucca 3 GAL 24"-36" 24"-36" AS SHOWN 30" o.c.

GRASSES CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING SPACING REMARKS
MUHL 46 Muhlenbergia filipes / Sweetgrass 3 GAL 18"-24" 18"-24" 36" 36" o.c. FWF, SP

SHRUB AREAS CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING SPACING REMARKS
EQHY 7 sf Equisetum hyemale / Horsetail Reed Grass 1 gal 18"-24" 18"-24" 18" O.C. 18" o.c.

GROUND COVERS CODE QTY BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD SPACING SPACING REMARKS
DITA 81 Dianella tasmanica `Variegata` / Variegated Flax Lily 1 GAL 8"-12" 8"-12" 24" 24" o.c. FWF, SP

TULV 109 Tulbaghia violacea / Society Garlic 1 GAL 6"-10" 6"-10" 18" 18" o.c. FWF, SP

EX
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AN

SF
ORMER

PA
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UP

2154 SF
TENANT 5

321 SF
B.O.H

1759 SF
LABORATORY

(23) DITA
(6) TULV

LIGHTPOLE, TYP.

TRANSFORMER PAD
(SCREENING BY OTHERS)

PLANT SCHEDULE FOR SHEET L3.2
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TYPICAL TREE PLANTING TYPICAL PALM TREE PLANTING

GRASS/GROUNDCOVER PLANTING

SOIL AREA
AMENDEDTREE

(WHERE SPACE ALLOWS)

LC

8' MIN

45°MIN.

3X BALL DIA.

PIT

TRUNK OF TREE)
(KEEP MULCH 6" FROM
3" DEPTH MULCH

ARCHITECT.
APPROVED BY LANDSCAPE
AFTER TREE IS SET AND
AND TOP OF WIRE BASKET
REMOVE TOP 1/2 BURLAP

BENEATH ROOT BALL.
TAMP 6" DEPTH FIRM AREA).

BE PLANTED OVER THIS
SITUATIONS, LAWN WILL
OF 8" (IN SOME
AMENDMENTS TO DEPTH
PLANTING SOIL MIXTURE
-THOROUGHLY TILL IN
AMENDED SOIL AREA

FINISH GRADE

MINIMUM 5' DIAMETER.
TREES IN LAWN
MULCH RING FOR

1. PLANT SO THAT TOP OF ROOT BALL IS 2" ABOVE FINISH GRADE.
2. SCARIFY SIDES AND BOTTOM OF PIT.
3. BACKFILL TREE PIT AND WATER UNTIL NO MORE WATER IS ABSORBED.
4. HAND TAMP OR PROBE WITH SHOVEL HANDLES TO REMOVE VOIDS.
5. DO NOT WRAP TREE TRUNKS.

GENERAL NOTES:

NOTE: CONTACT LANDSCAPE ARCHITECT (LA) IF TREE STAKING IS NECESSARY & LA WILL PROVIDE DETAIL.

BACKFILL WITH NATIVE SOIL

PALMS IN LAWN
MULCH RING FOR

FINISHED GRADE

3X BALL DIA.

TREE     PIT

3" DEPTH MULCH

REMOVE TOP 1/3 BURLAP

6" DEPTH PLANTING

BENEATH ROOT BALL.
SOIL MIXTURE TAMPED FIRM

MINIMUM 4' DIAMETER.

REMOVE FRONDS PRIOR
TO TRANSPORT

REMOVE BOTTOM 3/4
OF BOOTS 

NOTE:

GENERAL NOTES:
1. PALM SHOULD BE PLANTED AT SAME DEPTH AS IT WAS HARVESTED.
2. SCARIFY SIDES AND BOTTOM OF PIT.
3. BACKFILL TREE PIT WITH NATIVE SOIL IN 8" LAYERS, HAND TAMPED, TO REMOVE VOIDS.
4. WHEN 2/3 BACKFILLED, FILL WITH WATER.
5. AFTER PLACING AND HAND-TAMPING FINAL LAYERS, WATER AGAIN UNTIL NO MORE IS ABSORBED.
6. MAKE SURE THERE IS NO STANDING WATER IN BOTTOM OF HOLE.

FROM CONTAINER STOCK

BED AREA.
OF 8" IN ENTIRE SHRUB
AMENDMENTS TO DEPTH
PLANTING SOIL MIXTURE
THOROUGHLY TILL IN

SHRUB PIT

MIXTURE TAMPED FIRM
BENEATH ROOT BALL

FINISHED GRADE

45° MIN. 

6" DEPTH PLANTING SOIL

3X BALL DIA.

3" DEPTH MULCH

PULL ROOTS OUT OF BALL

MINIMUM 4' DIAMETER.
SHRUBS IN LAWN
MULCH RING FOR

BASE OF PLANT MIN. 4")
(KEEP MULCH AWAY FROM
3" DEPTH MULCH

REMOVE TOP 1/3 BURLAP
FROM B&B STOCK

GENERAL NOTES:

1. PLANT SO THAT TOP OF ROOT BALL IS 1" ABOVE FINISH GRADE.
2. SCARIFY SIDES AND BOTTOM OF PIT.
3. BACKFILL SHRUB PIT WITH SPECIFIED PLANTING SOIL MIXTURE IN 6" LAYERS, HAND-TAMPED, TO REMOVE VOIDS.
4. WHEN 2/3 BACKFILLED, FILL WITH WATER.
5. AFTER PLACING AND HAND-TAMPING FINAL LAYERS, WATER AGAIN UNTIL NO MORE WATER IS ABSORBED.

3 TYPICAL SHRUB PLANTING

FINISH GRADE

MIXTURE
PLANTING SOIL

45° MIN.

3" DEPTH MULCH

GROUNDCOVER PLANT (TYP.)

SPACING AS SHOWN ON PLAN

GROUNDCOVER PLANT

GENERAL NOTES:
1. THOROUGHLY TILL IN PLANTING SOIL MIXTURE AMENDMENTS TO DEPTH OF 8" IN ENTIRE GROUNDCOVER BED AREA.
2. WORK SOIL TO LOOSE, UNIFORMLY FINE TEXTURE.
3. HAND-TAMP BACKFILL TO REMOVE VOIDS AND AIR POCKETS.
4. WATER IMMEDIATELY AFTER PLANTING UNTIL NO MORE WATER IS ABSORBED.

1. THE TECHINICAL SPECIFICATIONS ARE MADE A PART OF THESE PLANS AND SHALL BE CONSULTED BY THE
CONTRACTOR.  THE CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTING WORK AS SPECIFIED IN THE
TECHNICAL SPECIFICATIONS AND ON THESE PLANS.

2. CONTRACTOR SHALL NOTIFY THIS OFFICE OF ANY DISCREPANCIES PRIOR TO BEGINNING
OR CONTINUING WORK.

3. THERE WILL BE NO SUBSTITUTIONS, DELETIONS OR ADDITIONS WITHOUT APPROVAL OF THIS OFFICE.

4. SIZE OF PLANT MATERIALS SHALL CONFORM WITH THE CURRENT EDITION OF 'AMERICAN STANDARD
FOR NURSERY STOCK' FOR NUMBER ONE GRADE NURSERY STOCK AS ADOPTED BY THE AMERICAN
ASSOCIATION OF NURSERYMEN AND AMERICAN NATIONAL STANDARDS INSTITUTE.

5. THE QUANTITIES ON THE SCHEDULE ARE ONLY A GUIDE.  ALL QUANTITIES SHALL BE VERIFIED
BY THE CONTRACTOR ON THE PLANTING PLAN.

FWF

SP

TF

MS

CAL

GAL

EGG

B&B

CON

BR

ESP

FULL WELL FORMED

SPECIMEN MATERIAL

TREE FORM HABIT

MULTI-STEMMED TRUNK

TRUNK CALIPER

GALLON CONTAINER

EGG CAN CONTAINER

BALLED AND BURLAPPED

CONTAINERIZED MATERIAL

BARE ROOT MATERIAL

ESPALIER

MATERIAL

IRRIGATION NOTES

1. CONTRACTOR SHALL PROVIDE SHOP DRAWINGS OF PROPOSED IRRIGATION SYSTEM TO LANDSCAPE ARCHITECT AND OWNER FOR
ACCEPTANCE. CONTRACTOR TO SUPPLY AUTOMATIC IRRIGATION SYSTEMS, COMPLETE AND INSTALLED. SYSTEM TO INCLUDE ALL VALVES,
PIPES, HEADS, FITTINGS, RAIN SENSOR, AND CLOCK AND TO PROVIDE 100% COVERAGE OF ALL NEW SODDED AND IMPROVED EXISTING
GRASS AREAS, TREES, SHRUBS AND PLANTING BEDS. COORDINATE IRRIGATION WITH OWNER'S REPRESENTATIVE.

2. CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS FOR AUTOMATIC IRRIGATION SYSTEMS. CONTRACTOR SHALL PROVIDE ELECTRIC
METER AND SERVICE IN ACCORDANCE WITH STATE AND LOCAL CODES FOR IRRIGATION SYSTEM.  LOCATION OF METERS AND CONTROL
PANELS FOR IRRIGATION SHALL BE APPROVED BY OWNER'S REP. PRIOR TO INSTALLATION. COORDINATE WATER METER REQUIREMENTS
WITH CIVIL ENGINEER.

GENERAL PLANTING NOTES

1. REQUIREMENTS FOR THE MEASUREMENTS, BRANCHING, GRADING, QUALITY,
BALLING AND BURLAPPING OF PLANTS IN THE PLANT LIST SHOULD FOLLOW OR
EXCEED THE STANDARDS CURRENTLY RECOMMENDED BY THE AMERICAN
ASSOCIATION OF NURSERYMEN, INC. IN THE AMERICAN STANDARD FOR NURSERY
STOCKS (ASNS). UNLESS OTHERWISE SPECIFIED, ANY SIZE SPECIFIED SHALL BE
CONSIDERED MINIMUM.  MINIMUMS FOR HEIGHT, SPREAD, OR CALIPER SHALL TAKE
PRECEDENT OVER A SPECIFIED CONTAINER SIZE. 

2. ALL PLANTS SHALL HAVE A WELL FORMED HEAD WITH MINIMUM CALIPER, HEIGHT
AND SPREAD OF THE SIDE BRANCHES AS SHOWN ON THE PLANT LIST.  TRUNKS SHALL
BE UNDAMAGED AND SHAPE SHALL BE TYPICAL OF THE SPECIES.

3. MEASUREMENT OF CONIFER HEIGHT SHALL INCLUDE NOT MORE THAN FIFTY (50) PER
CENT OF THIS YEARS' VERTICAL GROWTH (TOP CANDLE).

4. THE LANDSCAPE CONTRACTOR IS HEREBY NOTIFIED OF THE EXISTENCE OF
UNDERGROUND UTILITIES WITHIN THE LIMITS OF THE PROJECT AREA.  THE
CONTRACTOR SHOULD VERIFY THE EXACT LOCATION OF ALL UTILITY LINES PRIOR TO
COMMENCEMENT OF DIGGING OPERATIONS.  CONTRACTOR RESPONSIBLE FOR
LOCATING, PROTECTING, AND REPAIRING ALL DAMAGE TO BUILDINGS, UTILITIES,
PAVEMENT, AND CURB & GUTTER. ANY REPAIRS SHALL BE DONE PROMPTLY AT
CONTRACTOR'S EXPENSE.

5. THE CONTRACTOR WILL BE RESPONSIBLE FOR STAKING AND LAYOUT OF PLANTINGS
ON THIS PROJECT.  THE LANDSCAPE ARCHITECT OR OWNER SHALL BE ADVISED WHEN
STAKES ARE READY FOR INSPECTION ON VARIOUS PLANTING AREAS.  ALL LAYOUT
WORK SHALL BE INSPECTED AND APPROVED BY THE LANDSCAPE ARCHITECT AND
OWNER PRIOR TO OPENING ANY PLANTING PITS.

6. IT IS THE RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR TO VERIFY THAT EACH
EXCAVATED TREE OR SHRUB PIT WILL PERCOLATE (DRAIN) PRIOR TO ADDING
TOPSOIL AND INSTALLING TREES OR SHRUBS.  THE CONTRACTOR SHALL FILL THE
BOTTOM OF HOLES WITH SIX (6) INCHES OF WATER.  THIS WATER SHOULD
PERCOLATE WITHIN A TWENTY-FOUR (24) HOUR PERIOD.  IF WATER DOESN'T PERC,
CONTRACTOR SHALL NOTIFY THE OWNER'S REP PRIOR TO INSTALLING PLANTS.

7. SHOULD THE LANDSCAPE CONTRACTOR ENCOUNTER UNSATISFACTORY SURFACE OR
SUBSURFACE DRAINAGE CONDITIONS, SOIL DEPTH, LATENT SOILS, HARD PANS,
STEAM OR OTHER UTILITY LINES OR OTHER CONDITIONS THAT WILL JEOPARDIZE THE
HEALTH AND VIGOR OF THE PLANTS, HE MUST ADVISE THE LANDSCAPE ARCHITECT IN
WRITING OF THE CONDITIONS PRIOR TO INSTALLING THE PLANTS.  OTHERWISE, THE
LANDSCAPE CONTRACTOR WARRANTS THAT THE PLANTING AREAS ARE SUITABLE
FOR PROPER GROWTH AND DEVELOPMENT OF THE PLANTS TO BE INSTALLED.

8. THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR CLEANING UP THE SITE
AT THE COMPLETION OF THE PROJECT AND SHALL MAINTAIN THE SITE IN A
REASONABLY NEAT AND CLEAN STATE THROUGHOUT THE INSTALLATION PROCESS. 
STREETS AND PAVED AREAS SHALL BE CLEANED REGULARLY TO REMOVE
CONSTRUCTION MATERIALS AND OTHER DEBRIS RESULTING FROM WORK OF THE
PROJECT. 

9. REPLACEMENTS OF DEAD OR UNSATISFACTORY MATERIAL SHALL BE MADE AS
SPECIFIED IN THE PLANT LIST.  THE OWNER OR LANDSCAPE ARCHITECT SHALL
INSPECT REPLACED PLANTS WHEN ALL REPLACEMENTS HAVE BEEN MADE. 
REPLACEMENTS ARE TO BE ALIVE AND IN A HEALTHY CONDITION WHEN THE
REPLACEMENTS ARE COMPLETE.  REPLACEMENTS ARE NOT SUBJECT TO AN
ADDITIONAL GUARANTEE, BUT THE LANDSCAPE CONTRACTOR SHALL CONSULT WITH
THE LANDSCAPE ARCHITECT ON REASON FOR PLANT DECLINE/DEATH AND HOW TO
AVOID FUTURE INSTANCES.

10. SHOULD THE CONTRACTOR NOT MAKE REPLACEMENTS IN A SATISFACTORY AND
TIMELY FASHION IN ACCORD WITH THE PLANTING NOTES, THE OWNER, AFTER
PROPER NOTIFICATION TO THE CONTRACTOR MAY UTILIZE THE FUNDS OF THE
RETAINAGE TO HAVE THE REPLACEMENTS MADE IN ACCORDANCE WITH THE
SPECIFICATIONS BY ANOTHER CONTRACTOR. 

11. NO EXCAVATION OR PLANTING PIT SHALL BE LEFT UNATTENDED OVERNIGHT.

12. PLANT MATERIAL QUANTITIES PROVIDED IN THE PLANT LIST ARE FOR REFERENCE
ONLY AND THE CONTRACTOR IS RESPONSIBLE FOR THE ACTUAL PLANT MATERIAL
COUNTS.  DISCREPANCIES BETWEEN QUANTITIES SHOWN ON THE PLANTING PLAN
AND THOSE IN THE PLANT LIST SHALL BE BROUGHT TO THE ATTENTION OF THE
LANDSCAPE ARCHITECT FOR CLARIFICATION.  IF CLARIFICATION OF DISCREPANCIES
FROM THE LANDSCAPE ARCHITECT IS NOT POSSIBLE, THEN QUANTITIES SHOWN ON
THE PLANTING PLAN SHALL TAKE PRECEDENCE.

13. REMOVE BURLAP/STRAPPING AND WIRE BASKET FROM TOP 1/3 OF ROOT BALL ON
TREES.

14. REMOVE PAPER, PLASTIC OR METAL AROUND ROOT BALLS OF SHRUBS.

15. DO NOT WRAP TREES.

16. WATER ALL PLANT MATERIAL IMMEDIATELY AFTER PLANTING.

17. TREE GUYING MATERIAL SHALL BE 'ARBOR-TIE' OR EQUIVALENT.

18. ALL PLANT BEDS TO BE MULCHED WITH 3" OF DOUBLE SHREADED HARDWOOD
MULCH UNLESS OTHERWISE SPECIFIED.

19. ALL AREAS OF PLANTING, INCLUDING AREAS OF GRASS SEEDING AND SOD, SHALL BE
GRADED TO PROVIDE POSITIVE DRAINAGE AND SHALL BE PROVIDED APPROPRIATE
SOIL FOR THE PROPOSED PLANTINGS.

20. ALL EXISTING VEGETATION WITHIN AREAS TO BE PLANTED, SODDED AND/OR SEEDED
SHALL BE REMOVED PRIOR TO PLANTING, SODDING, AND SEEDING.  ALL AREAS
INDICATED TO BE GRASS SEED SHALL BE SEEDED PER GRASSING SPECIFICATIONS FOR
PERMANENT STABILIZATION.

SOIL NOTES

GENERAL NOTES:

1. FOR EACH UNAMENDED SOIL TYPE, FURNISH SOIL ANALYSIS AND A WRITTEN REPORT BY A QUALIFIED SOIL-TESTING LABORATORY
STATING PERCENTAGES OF ORGANIC MATTER; GRADATION OF SAND, SILT, AND CLAY CONTENT; CATION EXCHANGE CAPACITY; SODIUM
ABSORPTION RATIO;  DELETERIOUS MATERIAL; BUFFER PH LEVELS; AND MINERAL AND PLANT-NUTRIENT CONTENT OF THE SOIL.
2. A MINIMUM OF THREE REPRESENTATIVE SAMPLES SHALL BE TAKEN FROM VARIED LOCATIONS FOR EACH SOIL TO BE USED OR
AMENDED FOR PLANTING PURPOSES.

3. SUBMIT TO LANDSCAPE ARCHITECT THE LAB RECOMMENDATIONS FOR SOIL TREATMENTS AND SOIL AMENDMENTS TO BE
INCORPORATED. INDICATE LAB RECOMMENDATIONS IN WEIGHT PER 1000 SQ. FT. OR VOLUME PER CU. YD. FOR NITROGEN,
PHOSPHORUS, AND POTASH NUTRIENTS AND ORGANIC AND INORGANIC SOIL AMENDMENTS TO BE ADDED TO PRODUCE PLANTING
SOIL SUITABLE FOR HEALTHY, VIABLE PLANTS.

4. ALL SOILS USED FOR PLANTING SHALL BE PREPARED AS NECESSARY USING ORGANIC AND INORGANIC SOIL AMENDMENTS AND
FERTILIZERS IN THE QUANTITIES RECOMMENDED IN THE SOIL ANALYSIS REPORT TO PRODUCE SATISFACTORY PLANTING SOIL FOR
HEALTHY, VIABLE PLANTS. PLANTING SOILS SHALL HAVE A PH LEVEL BETWEEN 6.0 AND 7.0.

5. IN ALL PLANTING AREAS, SPREAD PLANTING SOIL TO A DEPTH OF 8 INCHES BUT NOT LESS THAN REQUIRED TO MEET FINISH GRADES
AFTER NATURAL SETTLEMENT.

PLANT SCHEDULE NOTES
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SCALE:  1/8" = 1'-0" REF. 1/211 PROPOSED SECOND FLOOR PLAN
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SCALE:  1/8" = 1'-0" REF. 1/211 PROPOSED THIRD & FOURTH FLOOR PLAN

SCALE:  1/8" = 1'-0"2 PREVIOUS THIRD &  FOURTH FLOOR PLAN
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SCALE:  1/8" = 1'-0" REF. 1/211 PROPOSED ROOF PLAN

SCALE:  1/8" = 1'-0"2 PREVIOUS ROOF PLAN
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ATAS - STERRACORE MCM PANEL - EXAMPLE WESTERN WINDOW SYSTEMS -
SIMULATED STEEL STOREFRONT 
SYSTEM - EXAMPLE

KAWNEER - IR 500/501 HISTROCIAL 
LOOKING STOREFRONT SYSTEM -
EXAMPLE

SIERRA PACIFIC - ALUM 
CLAD SINGLE HUNG 
WINDOW - EXAMPLE

ATAS - STERRACORE MCM PANEL -
SILVERSMITH
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CHARCOAL GREY

KAWNEER - IR 500/501 
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SIERRA PACIFIC - ALUM CLAD 
WINDOW - BATTLESHIP GRAY

-USED AT "COLUMN/BEAM" 
FACADE SYSTEM

-USED AT PANEL IN BETWEEN 
"COLUMN/BEAM" FACADE SYSTEM

-USED AT HISTROICAL WINDOW ON 
GROUND FLOOR 

-USED AT WINDOW COMBINATION 
AT UPPER BUILDING 

-USED AT ENTRANCE ON GROUND 
FLOOR 
-USED AT METAL AWNING AT 
GROUND FLOOR 

GOOSENECK ENTRANCE LAMP-
STYLE TO MATCH ACBA - EXAMPLE

COLOR TO MATCH AWNING 
AND STOREFRONT
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SCALE:  1/8" = 1'-0" REF. 2/X1001 PROPOSED EAST ELEVATION MEETING STREET FACADE
1

SCALE:  1/8" = 1'-0"2 PREVIOUS EAST ELEVATION
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COURTYARD SIDE
SCALE:  1/8" = 1'-0" REF. 1/171 PROPOSED SOUTH ELEVATION

1

SCALE:  1/8" = 1'-0"2 PREVIOUS SOUTH ELEVATION
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SCALE:  1/8" = 1'-0" REF. 1/171 PROPOSED WEST ELEVATION I26 FACADE
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SCALE:  3/4" = 1'-0"4 COORESPONDING ELEVATION 2
SCALE:  3/4" = 1'-0"2 COORESPONDING ELEVATION 1

SCALE:  1 1/2" = 1'-0" REF. 1/295 MTL PANEL PARAPET DETAIL

SCALE:  1 1/2" = 1'-0" REF. 1/296 MTL PANEL SOFFIT DETAIL

SCALE:  1 1/2" = 1'-0" REF. 1/297 MTL ROOF SIDE WALL DETAIL

KEY PLAN

1 3

SCALE:  3/4" = 1'-0"1 WALL SECTION @ LOW ROOF - BAR
SCALE:  3/4" = 1'-0" REF. 1/173 WALL SECTION @ EAST WALL - BAR

SCALE:  1 1/2" = 1'-0" REF. 3/298 MTL ROOF TO BRICK WALL
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TO MATCH ADJACENT PANEL

WINDOW HEAD FLASHING W/ ATAS J 
MOLDING TRIM, COLOR TO MATCH 
WINDOW FRAME COLOR, TYP.

IMPACT RATED ALUM CLAD 
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SCALE:  3/4" = 1'-0"4 COORESPONDING ELEVATION 4
SCALE:  3/4" = 1'-0"2 COORESPONDING ELEVATION 3

KEY PLAN
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SCALE:  1 1/2" = 1'-0" REF. 3/306 AWNING DETAIL @ FASCIA

SCALE:  1 1/2" = 1'-0" REF. 3/305 AWNING DETAIL @ PLATE

SCALE:  1 1/2" = 1'-0" REF. 3/307 AWNING DETAIL @ BRICK

SCALE:  3/4" = 1'-0"1 WALL SECTION 3

SCALE:  3/4" = 1'-0"3 WALL SECTION 4



First Floor = 0' - 0"
(+11' 2"' MSL)

Second Floor = 21' - 4"
?

Third Floor Plan = 32' - 4"
?

Fourth Floor Plan = 43' - 4"
?

ROOF = 54' - 4"
?

3
A203

6
31

1
21

----

Second Floor = 21' - 4"
?

C

CONCRETE PODIUM, 
RE: STRUCTURAL

METAL CAP OVER THE GAP OF 
CONCRETE PODIUM BETWEEN 
EXISTING BRICK WALL

ALUM JOINT CAP

EXISTING BRICK 
WALL TO REMAIN

VARY
R-13 BATT INSULATION

DRIP CAP EXTRUSION

2X6 WOOD STUD

8" CMU BLOCK 

5/8" GYPSUM W/ 7/8" 
METAL FURRING CHANNEL

5/8" GYPSUM WALL BOARD

SEALANT

POINSETT DRIVE

0' - 4"

REVEAL H MOLDING EXTRUSION

PANEL ADEHSIVE

ATAS STERRACORE PANEL

1/2" EXTERIOR SHEATHING

2X6 WOOD FRAMING

5/8" GYPSYUM WALL BOARD

R-13 BATT INSULATION

First Floor = 0' - 0"
(+11' 2"' MSL)

Second Floor = 21' - 4"
?

Third Floor Plan = 32' - 4"
?

Fourth Floor Plan = 43' - 4"
?

ROOF = 54' - 4"
?

C

11
' -

 0
"

11
' -

 0
"

11
' -

 0
"

21
' -

 4
"

METAL COPING AT PARAPET, 
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SCALE:  3/4" = 1'-0"2 COORESPONDING ELEVATION 4

SCALE:  1 1/2" = 1'-0" REF. 3/305 JOINT SECTION DETAIL

KEY PLAN
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SCALE:  3" = 1'-0" REF. 2/316 VERTICAL REVEAL DETAIL - TYP

SCALE:  3/4" = 1'-0"1 WALL SECTION 4 - BAR
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DETAIL
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SCALE:  1 1/2" = 1'-0" REF. 1/171 CMU TO EXISTING BRICK CONNECTION - PARALLEL
SCALE:  1 1/2" = 1'-0" REF. 1/182 BUMPOUT CORNER DETAIL

SCALE:  1 1/2" = 1'-0" REF. 1/173 CMU TO EXISTING BRICK CONNECTION PERPENDICULAR
SCALE:  1 1/2" = 1'-0" REF. 1/294 MTL PANEL HEAD DETAIL

SCALE:  1 1/2" = 1'-0" REF. 1/295 MTL PANEL TRANSOM DETAIL

SCALE:  1 1/2" = 1'-0" REF. 1/296 MTL PANEL SILL DETAIL

SCALE:  1 1/2" = 1'-0" REF. 3/297 STOREFRONT HEAD DETAIL

SCALE:  1 1/2" = 1'-0" REF. 3/298 STOREFRONT TRANSOM DETAIL

SCALE:  1 1/2" = 1'-0" REF. 3/299 STOREFRONT SILL DETAIL
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SCALE:  1/2" = 1'-0" REF. 1/071 MOCKUP - LOWER FLOOR PLAN
SCALE:  1/2" = 1'-0" REF. 1/072 MOCKUP - UPPER FLOOR PLAN

SCALE:  1/2" = 1'-0" REF. 1/353 MOCKUP ELEVATION 1
SCALE:  1/2" = 1'-0" REF. 1/354 MOCKUP ELEVATION 2

SCALE:  1" = 1'-0" REF. 1/356 MOCKUP SECTION 1
SCALE:  1" = 1'-0" REF. 1/355 MOCKUP SECTION 2

SCALE:  1" = 1'-0" REF. 1/357 MOCKUP SECTION 3

SCALE:8 MOCK UP
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